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Foreword

This Handbook, prepared by the National Committee

on Radiation Protection and Measurements, supersedes

NBS Handbook42, Safe Handling of Radioactive Isotopes,

issued in 1949.
Since 1931,

recommendations of the National Commit-

tee on Radiation Protection and Measurements (flr many

years 'known as the Advisory Committee on X-i-ay and

Radium Protection
angater as the National Committee on

Radiation Protection) ave bedn published as National

Bureau of Standards Handbooks. The Bureau is pleased

to have4e continuing opportunity to increase the use-

fulness of these important reports by providing the publi-

cation outlet.
Since publication of Handbook 42, radionuclides have

come into much wider use in ::esearch, medicine, industry,

and agriculture. Their applications in radiography, level

and thickness gaging, food professing, well logging, and

radiotracer testing have introduced problems of radiation

safety in many fields, but this _diversified use has also

broadened the base of experience in their safe handling.

More recent Handbooks (listed on the inside front

cover) have expanded and kept up to date the principles

of radiation protection first gathered together in Hand-

book 42, particularly with respect to internal exposure.

The present publication sets forth these principles, making

reference to other Handbooks where more detailed in-

formation may be obtained.

\
A. V. ASTIN, Director.

iii
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Preface
This Handbook is to be used particularly in conjunctionwith NBS Handbook 59, Permissible Dose from ExternalSources _of Ionizing Radiation, and NBS Handbook 69,Maximum Permissible Body Burdens and Maxiiiium Per-missible Concentrations of Radionuclides in Air and inWater for Occupational Exposure. Handbook 59 setslimits on the exposure from external sources of radiation,whereas Handbook 69 sets limits on the body burden ofradionuclides and the concentration in air 'and water con-sistent with .these limits. The presellt Handbook is de-signed to help the user to handle radionuclides withoutez.posing himself or others to dos in excess of these

The accurate determination of radiation doses is acomplex technical problem outside the scope of this Hand-book. The availability of dosimeters and survey instru-ments from manufacturers and service companies isassumed as a basis for monitoring
exposures, and the dis-cussiori of radiation levels is in terms of the readings fromsuch instruments.

An attempt has been made to include in this Handbookthe main considerations of safety in the handling of radio-nuclides gained from research and practical experienceto- date. The atomic product plants where uranium,plutonium, and by-product radionuclides are processedhave the broadest experience in 'handling large amountsof radionuclides and have developed facilities and pro-cedures which- exemplify the maximum protection prac-tices considered normally necessary in the field. Thenuclear power industry should need no more, and radio-nuclides. users in research laboratories, medical practice,and industry will need less. It is important for the prac-tical utilization of radionuclides that the user be ade-quately protected; it is equally important that he not behampered with unnecessarily elaborate and expensivesafety procedures. Although the principles given aregenerally applitable, this Handboob. has been preparedprimarily for users of radionuclides in operations wherethe quantities of radioactive materials and the complex-ities of handling are not great.
The National Committee on Radiation Protection andMeasurements (originally known as the Advisory Com-mittee on X-ray and Radium Protection) was formed in4929. upon the recommendation of the International Com-iv
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mission on Radiological Protection. The Committee con-
gists of a Main Committee and twenty subcommittees.
Each of the subcommittees is charged with the respimsibil-

-ity of preparing recommendations in its particular field.
The reports of the subcommittees require approval by the
Main Committee befoie publication.

bThe following compfise the Main,Committee:

C. M. BARNES, Amer. Vet. Med Assoc.
E. C. BARNES, Amer. Indust. Hygiene Assoc.
V. P. BOND, Subcommittee Chairman.
C. B. BRAESTRUp, Radiol. Soc. of North AmericaamAubcommittee

Chairman.
J. T. BRENNAN U.S. Army.
L. T. BROWN, ti.S. Navy.
R. F. BROWN, Radial. Soc. of North America.
F. R. BRUCE, Amer. Nuclear Society.

C. BUSHER, Representative at large.
H. H. CHAMBERLAIN, Amer. College of Radiology.

u:,',474,- J. F. CROW, Representative at large.a R. L. DOAN, Amer. Nuclear Society.
C. L. DUNHAM, U.S. Atomic Energy Commission.
T. C. EVANS, Amer. Roentgen 'Ray Society.
E. G. FULLER, Subcommittee Chairman.
R. 0. GORSON, Subcommittee Chairman.
J. W. HEALY, Health Physks Soc. and -Subcommittee Chairman.
P. C. HODGES, Amer. Medical Assoc.
A. R. KEENE, Subccmnittee Chairman.
M. KIZINFELD, Intent'. Assoc. Govt. Labor Officials.
H. W. KOCH, Subcommittee Chairman.
D. i. LWERMORE, U.S. Air Force.
G. V. LERov, Subcommittee Chairman.
W. B. MANN, Subcommittee Chairman.
W. A. MCADAMS, Atomic Indust. Furum and Subcommittee Chair-

man.
G. W. MORGAN, Subcommittee Chairman.
K. Z. MORGAN, Health Physics Society and Subcommittee Chairman.
H. J. MULLER, Genetics Society of America.
R. J. NELSEN, Amer. Dental Assoc.
R. R, NEWELL, Representative at large.
`W. D,NoRwooD, Indust. Medical Assoc.
H. M. PARKER, Amer. Radium Society and Subcommittee Chairman.
C. POWELL, U.S Public Health Service.
E. H. QUIMBY, Subcommittee Chairman.
J. C. REEVES, Amer. College of Radiology.
J. A. REYNOLDS, Natl. Electrical Mfgr. Assoc.
R. ROBBINS, Amer. Radium Soc.
H. H. Rossi, Subcommittee Chairman.
E. L. SAENGER, Amer. Roentgen Ray Sec.
T. L. SHIPMAN, Indust. Medicar Assoc.
F. J. SHORE, Subcommittee Chairman.
C. STERN, Genetics Society of America.
J. H. STERNER, Amer. Indust. Hygiene Assoc.
R. S. STONE, Representative at large.
L. S. TAYLOR, National Bureau of Stunclards.
E. D. TROUT, Natl. Electrical Mfgr. Assoc.
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B. F. TRini, Amer: Vet. Med. Assoc.
S. WARREN, Representative at large.
J. L. WEATHERWAX, Representative at large.
Et G. WILLIAms, Representative at large.
11.'0. WYCKOFF, Subcommittee Chairman.

a 1`
The following are the Subcommittees and their Chair-

men:

Subcommittee 1. Ba3ic radiation protection criteria, H. M. Parker.
Subcommittee 2. Permissible internal dose, K. Z. Morgan.
Subcommittee 3. Medical X-rays up to three million volts, R. 0.

Gorson.
Subcommittee 4. Heavy particles (neutrons, protons, and

heavier) , H. H. Rossi.
Subcommittee 5. Electrons, gamma-rays and X-rays above two

million volts, H. W. Koch.
Subcommittee 6. Handling of radioactive materials, J. W. Healy.
Subcommittee 7. Monitoring methods and instruments, A. R.

Keene.
Subcommittee 8. Waste disposal and decontamination (this sub-

committee has been inactivated.)
Subcommittee 9. Protection against radiations from Ra, Ce, and

Csin encapsulated sources, C. B. Braestrup.
Subcommittee 10. Regulation of radiation exposure dose, W. A.

McAdams.
Subcommittee 11. Incineration of radioactive waste, G. W. Mor-

gan.
Subcommittee 12. Electron protection, E. G. Fuller.
Subcommittee 13. Safe handling of bodies containing radioactive

isotopes, E. H. Quimby.
Subcommittee 14. Peimissible exposure doses under emergency

conditions, 4. V. LeRoy.
Subcommittee 15. Radiation protection in teaching institution!,

F. D. Shore.
Subcommittee 16. X-ray protection in dental offices, R. J. Nelsen.
Subcommittee M-1. Standard and measurement of radioactivity

for radiological use, W. B. Mann.
Subcommittee 14-2. Standards and measurement of radiological

exposure dose. H. 0. Wyckoff.
Subcommittee M-3. Standards and measurement of absorbed

radiation dose, H. 0. Wyckoff.
Subcommittee M -4., Relative biological effectiveness, V. F. Bond.

The present handbook was prepared by the NCRP Sub-
ommittee on Handling of Rad'o: ctive Materials with
he following members:

J. W. HEALY, Chairman
P. C. ABERSOLD
S. FEITELBERG
D. E. Hum,
L. D. MARINELLI

vi

H. M. PARKER
J. E. ROSE
W. K. SINCLAIR
M. D. WILLIAMS



During the VIre ration of the initial drafts of this re-
*rt, the Subc ittee Chairman was H. M. Parker. ,

articular assi ce in editing of the last draft was
given-by D. E. Hul

L. S. TAYLOR, Chairman
National Committee on
radiatioh Protection
and Measurements
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SAFE HANDLING OF
RADIOACTIVE MATERIALS

1. General Considerations

1.1 Scope

Ionizing radiation from radioactive nuclides can, in
sufficient quantity, cause observable changes in both living
organisms and:inanimate materials exposed to the radia-
tion. Wheh using radioactive materials or ,,,adiation, the
-user shall be responsible for minimizing the harmful
effects.

Because the human senses cannot detect ionizing radia-
tion, physical safeguaids must be provided to protect
workers and the public from harmful exposure and work-
ers Must be taught to use these safeguards to protect
themselves.

lYhiximtnii permissible limits for occupational radiation
exposure of workers, to both internal and external radia-
tion, are set at levels sufficiently low that no appreciable
bodily injury is expected to occur to the individual even
during a lifetime of exposure. As used here, appreciable
bodily injury , means any bodily injury or effect that the
avenge person would regard as being objectionable and/
or competent medical authorities would regard as being
deleterious to the health and well being Of the individual.
Exposure of peorlo not occupationally involved is, in gen-
eral, limited to much lower levels.

Radiation protection is particularly concerned i ith hu-
man beings, but protective Measures must also be pro-
vided for plant and animal life benefiCial to the human
race, and for certain inanimate things, such as photo-
graphic and x-ray films and radiation instruments. In
many cases, the measures taken to avoid contamination
of experiments or to protect inanimate objects are more
stringent than the measures required for protection of
people. This handbook deals only with the protection of
people.

Work with radionuclides varies from handling multi
curie quantities of several hundred different isotopes in
nuclear energy plants, down to handling millicurie or
microcurie quantities of individual nuclides in hospitals
or laboratories. The principles underlying the safe han-
dling are the same in-all cases, but the extent of control

to
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and the amount of complexity of equipment required vary
greatly from one extreme to the other. In all cases, by
safeguarding each radiation source, by proper tise of con-_

__Ards, and monitoring facilities, by adequate waste disposal,
and by careful instruction of personnel the user of radio-
nuclides can fulfill his responsibility to minimize the harm-
ful of radiation.

Attention is directed to the usage of "shall" and
"should" throughout the recommendatios of the Nation-
al Committee on Radiation Protection and Measurements.
"Shall" is used when adacrence to thr, recommendations
is_necessary_to--meet _aceepted star dards of protection.
"Should" indicates recommendations that are to be ap-

Akplied, where possible,in the interest of minimizing radia-
tion exposure.

1.2 Available Radionuclides

At present, most radionuclides are obtained directly or
indirectly from the U.S. Atomic Energy Commission, and
the user must obtain a license from the Commission to
possess such nuclides. Some states have assumed the reg-
ulatory function of the AEC, and when this is the case,
application is made to the proper agency in those states.
Licensees of the AEC are subject to rat Won safely reg-
ulation published by the AEC in ,CFR 10 Part 20 [1],*
which is supplied to' applicants with the application forms:
The user should--be familia with these regulations be-
fore applying for his license.

Secondary suppliers of radionuclides in various forms,
such as labeled mpounds or sterile solutions, are listed
in the Isotope In ex [2]. Suppliers of equipment for de-
tection of radial on and services needed in connection
with the use of adionuclide are listgd annually in the
November issue of Nucleonics [3]. A bibliography of
procurement, regulations, uses, and training programs is
published by the U. S. Atomic Energy Commission [4].

1.3 Radiation Protection Terminology

The terminology of radiation protection is explained in
many textbooks, and glossaries are to be found in other
Handbooks of this series [5-11], Radiation Hygiene
Handbook [12], and the ASA Glossary [13]. Precise
definitions for some of the quantities and units are

*Figures in brackets indicate the literature reference at the end of this Paper.

2
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given in appendix E. Terms and their explanations
which axe-adequate for the purpose of this handbook are
given below.1
Absorbed Dose (D) The energy imparted to matter by

ionizing radiation per unit mass of irradiated material
at the place-of interest. A special 2 unit for this quan-
tity ._te rad.

Activity (A)The number of disintegrations of a quan-
tity of radionuclide per unit time. Care must be exer-
cised in a measurement of activity to insure that the
time isshort enough not to be influenced by the radio-

. , active decay and that the number of disintegrations is.
large enough to be, statistically significant.

Alpha Particles, Alpha RaysParticulate ionizing- radia-
tion consisting of helium nuclei travel;- at high speed.

Background RadiationRadiation arising from sources
other than the one directly under consideration. Back=
ground radiation due to cosmic rays and natural radio-
activity is always present. There may also be additional
backLround radiation due to the .presence of sources
of radiation in other parts of the building and/or area.

Beta Particles, Beta Rays,---Particulate ionizing radiation
consisting of electrons or positrons traveling at high
speed.

Contamination (Radioactive)Deposition or presence of
radioactive material in any place where it is not desired,

. and-particularly in any place where its presence can
be harmful. The harm may be in vitiating the validity
of an experiment or a procedure, or in being a source
of danger to persons.

Controlled AreaA defined area in which the. occupa-
tional exposure of personnel. to radiation orio radioac-
tive material is' under the supervision of radiation
safety officer. (This implies that a controlled area is
one that requires control of access, occupancy, and
working conditions for radiation protection Purposes.)

Critical OrganThat part of the body that is most sus-
teptible to radiation damage under the specific condi-
tions considered.

Curie (c)The special unit of activity; 1c=3.7X.1.01°'
di si n'tegrations/sec.3

1 ExplanatIons given in this section are derived from and are meant to have
the same meaning as the more precise definitions in appendix E. These explana-
tions are thought to be generally adequate but an case of question the definitions
In appendix E are to be considered the primary source.

=See appendix E.
3 See footnote 6 P. ??.
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DaughterAn isotope formed by the decay of a given
radioactive isotope, The daughter may be either radio-
active or stable. .

:Distribution Factor (DF)A factor used to express the
modification of biological effect due to non-uniform
distribution in the body of the radionuclides in question.

Dose Equivalent (DE) * =A concept used in radiation-
protection work to permit the summation of doses from
radiations having varying linear energy transfers, dis-
tributiOns of dose, etc. It is equal numerically to the
product of absorbed dose in rads and arbitrarily defined
quality- factors dose distribution factors and other
necessary modifying factors. In the case of mixed
radiations, the dose equivalent is assumed to be equal
to the sum of the products of the absorbed dose of each
radiation and its factors.

ExposureA raeasure of x and gamma radiation at a
point. Its special unit is the roentgen.

Eipcsure Rate, Absorbed Dose RateThe time rate at
:which an exposure or absorbed dok occurs; that is
!exposure or absorbed dose per unit time. It implies a
uniform or short -term avcage rate, 'unless expressly
qualified (e.g., peak dose rate)." In protection work it
is usually expressed in mR/hr, mrads/hr.5

Gamma Radiation, Gamma RaysElectromagnetic radia-
tion of short wavelength and correspondingly high
frequency, emitted by nuclei in the course of radioac-
tive decay.

Quality Factor '(QF) The linear-energy-transfer-de-
pendent factor by which the absorbed dose is to be
multiplied to obtain, for purposes of radiation protec-
tion, a quantity that expresses on a common scale for

ionizingonizing eadiations the irradiation incurred by ex-
posed persons.

Rad (rad, rads) The special? unit of absorbed dose, 100
ergs rier gram of irradiated material at the place of
interest.

Rem (rem, rems) The special S unit of dose equivalent.
'This term is similar-to what was formerly called RBE dose tut is reserved for

human radiation protection work. It was coined. to make clear t. e distinction be-
tween the problems involved in such work and those involved in Work -with ex-
p, mentally determined values of RBE.

See appendix E.
Dose rates are expressed In rads or rema per hour or multiples of submultiples

of such units, e.g.. rads per second, millirads per hour (mrads/hr). Similarly,
activity roar be expressed in curies or multiple! thereof.

*See appendix E.
'See appendix E.
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Roentgen (R)The special g-unit of exposure equal to the
production in air of ions bearing 2.58X 10-4 coulombs
of charge of either sign by electrons generated per
kilogram in air. ,

Specific Activity Nuclide Total activity of a given nuclide
per gram of the radioactive nuclide (e.g., c plutoni-
uns239/gm plutonium239).

X Radiation, X RaysElectromagrietic ionizing radia-
tion originating outside the atomic nucleus. X rays are
indistinguishable from gamma rays of the same energy,
the distinction being one of source.

1.4 Hazards in Handling Radionuclides

The potential health hazards of handling radioactive
materials generally arise from the radiations which they
emit. Protection must be provided against both external
radiation during handling and intake of the radionuclide
into the body with resulting internal radiation.
Excellent summaries of the effects of radiation on humans
and the levels of exposure to radiation sources now gen-
erally prevalent are available in the recent reports of
several scientific committees [14-16].

a. External Radiation Sources

EicPosiire of body to penetrating x, gamma, or neu-
tron radiation affects different cells, tissues, and organs
in varying degrees. In particular, the blood-forming or-
gans, the gonads, and the lens of the eye, are believed to
be more sensitive than other tissues. The/effect on a
given organ depends on the dose, the type of radiation,
the penetrating power of the radiation, and the time
period over which the exposure is given. To take account
of this, limits are established for exposure of the critical
organs. Concurrent internal exposure is considered to be
additive to external exposure.

External beta or soft x radiation penetrates only a few
millimeters into the,superficial layers of 'tissue, and very
little if any reaches the major blood-forming organs. The
permissible dose for skin of the whole body is higher than
for underlying blood- forming organs reached by pene-
trating radiation [20].. The outermost layer of skin is a

dead cornified layer which acts as afilfer arid the dose
is computed for the regenerative zone immediately be-

See appendix E.
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neath. In general, the filter thickness is taken as 7 mg/
cm' For the' palm of the hand, where the dead layer is
thicker, a value of 40 mg/cm2 is often used.

Surface exposure of skin to alpha radiation from radio-
nuclides when the radioactive material is not absorbed
through the skin or admitted- through a wound is of no

. concern because the alpha particles are completely ab-
sorbed in the outer layer of, dead cornified skin without
harm to the underlying living tissue.

.Exposure of the hands and forearig and feet and
ankles to penetrating x, "gamma, or neutron radiation is

rmitted at a higher level than whole -body exposure
use of the absence of major blood-farming organs in

these extremities. The lens of the eye is considered radio-
sensitive because of the possibility of radiation induced
cataract; limits similar to those for whole-body exposure
are recomthended for the lens.

to
permissible limits for exposure of people

to external radiation are given in NBS Handbook 59 [7] .

b. Internal Radiation Sources

. Deposition of radionuclides in the human body may re-
, sult from ingestion, inhalation, or .absorption through the

intact or injured body surface. Exposures may be either
acute or chronic. Acute exposure implies single or a few

. closely. spaced exposures, while-chronic exposure involves
individual exposures continuing over a long period of
time. The body -organ or tissue receiving the radiation
exposure which results in the,greatest damage to the body
is designated as the critical organ.

During the initial period following ingestion of radio-
actiie materials (up to 30 hburs for the standard man),
that portion not absorbed will irradiate the walls of the
gastrointestinal tract and may result in .'making it the
critical organ. After elimination of radioactive material

_from the gastrointestinal tract, the radionuclides absorbed
into the body and deposited in other organ's= (i.e., stronti-
um in the bone, iodine in the thyroWetc.) result in a
radiation dose to these organs. In _cplitindoui intake, the
over-all exposure results from thicliaes in the gastro-
intestinal tract as well as froth those deposited in other
organs. A review of these factors and the calculation of
maximum permissible limits fram i9own data are given
in NBS Handbook 69 [17] as well as_itigthe report of the
'CRP Subcommittee on Internal Emitters [18].
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During inhalation, materials soluble in the body fluids
will be rapidly absorbed into the bloodstream and de-
posited in other organs of the body. Particles of insoluble
materials greater than about ton microns in diameter will
be mostly captured in the nasal and bronchial passages
and will irradiate adjacent tissues until eliminated by
ciliary action or other mechanisms. A portion of the
smaller particles will penetrate to the alveoli of the lung

- where they may be retained .for days or months. The
portion of material in the respiratory tract which is elimi-
nated by ciliary action may be swallowed with consequent
irradiation of the GI tract and possible absorption in the
body. A Mailed discussion of these mechanisms may be
found in the report of the Inhalation Hazards Subcom-
mittee of the Committee on PathologicalEffects of Atomic
Raltiations [19] as well as in the, reports of the Internal
Dose Subcommittee of both the NCRP and the ICRP
[17, 18):

Absorption of radioactive materials, through an open
wopnde or even through intact skin, is a potential hazard
when :more than. tracer doses are handled. Retention of
radionuclides in the skin itself can be a hazard [20]. -

c. Exposure to Nonhuman Systems

Althsigh most considerations in radiation protection
are directed toward humans, consideration must be given
to possible damage in other things important to man.
Distribution of nuclides in the ecological environment
limits the disposal of waste both because of possible dam-
age to organisms of economic importance [21, 22] and
because of posiible contamination of food supplies [23,
24]. This is an exceedingly complex problem because of
differences in uptake by plants and animals in different
environments. In many cases deposition on crops or up-
take by crops or organisms used as food supplies for
'humans require limits for" radionuclides in air or water
sweral orders of magnitude more restrictive than direct
human consumption of the air or water [21].

X-ray film is sensitive to stray radiation or radioactive
contamination in the filM or packing materials. Other -
photographic films and papers are generally less sensitive
but can be 'fogged by excessive exposure.

Low-level measurements of radioactivity are handi-
capped by background radiation and by contamination of=z
instruments. While stray radiation can frequently be
eliminated, by shielding, contamination of instruments

7
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Of samples tan be insidious and more difficult to detect and
° avoid. In many laboratories, the prevention of such "cross-

contamination" provides a more restrictive limit than pro-
tection of personnel. Contamination in materials used for
constructing Iqw-level instrumentation is increasing and
will require increased diligence in the future to preserve
present backgrounds.

1.5 Principles, of Radiation Protection
Exposure to radioactiv materials above the maximum

permissible leVels can b avoided by proven protective
measures in the handling f radionuclides.

The fundamental obi byes of such protective meas-
ures are:

1. To maintain exposure to external radiation as, low
as feasible.

2. To minimize entry of radionuclides into the human
body by ingestion, inhalation, absorption, or through open
wounds when unconfined radioactive material is handled.

To accomplish these objectives requires positive plan-
ning and diligent execution of procedures, beyond the
usual care taken in work with other materials. It is nebes-
sary to analyze in advance the hazards of each job; to
provide safeguards against foreseeable accidents; and to
use protective devices and planned emergency proCedures
in accidents that do happen.

2. Control of Radiation Exposure
2.1 Exposure Limits

On April 15, 1958, the National Committee on Radiat,,..
Lion, Protection and Measurements issued a statement
setting forth revised recommendations on maximum per-
missible radiation exposures to man. That statement also
introduced the concept of accumulated dose limitation
and revised some of the control limits [25]. This state-
ment is attached as an addendum to Handbook 59 [7],
and the dole limits it sets forth supersede those in the
body of the Handbook. It is essential for anyone ,handling
radionuclides to be familiar with the limits specified by
the NCRP, and- it is assumed in what follows in this
Handbook that the reader also has NBS Handbook 59 for
ready reference. This chapter deals with methods 'of as-
sessing the radiological hazards of handling nuclides, and
means for controlling the exposures within the limits set
in Handbook 59.

8
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" 2:2 Control of External Irradiation

The three factors which determine radiation exposure

from a given radioactive source are distance, time, and

shielding.
.

Protection against external exposure from alpha rays

is not needed anO. to a large extent protection for beta

rays is easily provided by shielding; but radiation safety

from the 'more penetrating gamma rays is most con-

veniently and economically attained by consideration of

these three factors in the order given. .

Increasing distance from the source is frequently the

most effective and 'the most economical means to reduce

radiation exposure. The radiation level varies inversely

with the square of the distance. Application of this prin-

ciple dictates the use of tongs or other long-handled tools

for handling radionuclide preparations emitting signif-

icant levels of radiation. They should never be picked up

with the fingers; even short forceps provide a large atten-

uation of the radiation dose from that given to the skin

in direct contact. It also means that radionuclide storage

should.be removed from the immediate work area.

Decreasing the time of exposure decreases the dose in

direct proportion. This emphasizes, the importance of

advance planning of each step of a procedure, and the re-

hearsal of key operations with inactive materials.

When maximum distance and minimum time do not

insure an acceptably low exposure, the gamma-radiation

Source must be shielded. Gamma-rays are attenuated

according to an exponential law, typically (e.g., in the case

of Co6° or radium) by a factor of ten by approximately

11/2 in. of lead or 1% feet of water.
fn planning any operation which will expose perzbnnel

to gamma-rays, the potential exposure should be esti-

mated beforehand. A formula useful for this purpose is:

Radiation exposure = (gamma-ray constant ',' Attenu-

ation X Time) -:- (Distance)2.
In symbols:

D= SAT
d.

...

To use this formdla determine S,,the gamma ray OOn-

stant'in inR/hr at 1 meter, by multhilying the number of

millicuries by the specific gamma ray constant of the

nuclide given in table 1 or by measuring the source with

a-surveymeter, Divide S by the square of d, the distance

,21
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Miters- at Whith. the materiaLwill be handled. This isthe radiation level, in mR/hr. Multiply this by T, thetime that the operation will require. The result, .D, is the.exposure in mR which is expected from the planned op-eration with the material unshielded (A =1). If this isless than the permissible limit (say 20 mR/day for routinework;. or 100 mR for a job that may be repeated as oftenas once a week), then the operation may be carried outwithout undue hazard, if other exposures are sufficientlylow.

If the value of D is above the permissible level, it canbe reduced by increasing d (longer-handled tools) or bydecreasing T _(rehearsal-of operation). When this cannotbe_e.zne, the thickness of shielding required to reduce Atea value which will give a permissible valud of D can becalculated from the half-value thidknesses given in table 1.To illustrate the order of magnitude of radiation ex-posures for typical jobs, consider the problem of moving1 curie of cobalt-60 from a shielded shipping bpx Os ashielded hood with a 6-ft pair of tongs. From table 1 wefind that the source strength is 1000 X1 33=1330 mR/hr,at 1 meter. At 2 meters the radiation level is nso/ (2)2=330 mR /hr, or 6 mR/min. if the operation can be com-pleted in 30 seconds, the exposure would be 6X1/2=3 m1,and no shield would be needed.
Again, consider the- potential exposure of the chemistwho plans a chemical preparation with 50 me of cobalt-60,during which he may-be-standing at the hood, 50 cm fromthe' source, for intervals adding up to 30 min. The ex-posure from the unshielded material would be 50 X 1.33X% / %/ (0.5)2=133 mR. It would be advisable to shield the

TABLE 1. Specific gamma-ray constants and half value
thicknesses for various nuclides

4

Nuclide, 8ne, gy
Mee

ilierIlle g 0011/01
my cwittiid

turdislirc at I meter
IIilfviihe thickness 11.

Ir HI 100 water cocrete
gig
Soo ....... .
Cr"
Feu
Coss

7,00
8b0
Cs.11:1 i It
156-1.31,4 ....021

1 53
1.00 (uvg)

,32I 20 (ivg)
1.25 (10.'0

"1.11
1.08
.67

160
.41

e0 15
110.

b0 018.
63

1 33

30. 0.18
.31

.- 1 40
23

0 46
.35
.077
.41
.12

.39

.38
21
48

.12

0.72
.58
.34
.04
65

61
.00
48

.73

.38

.4.7
3.8
2.3
4 2
1 2

4 0
3 9
3.1
-1.7
2.0

2.3
1.8
1.1
20
2.1

1.9
1,9
1.5
2.3
1.2

Average.
b Gamma -rays emitted in a small fraction of the disintegrations.
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material in this operation. If 2-in, lead bricks are used,
the attenuation would be 2- (2/0.42) =0.04 and the exposure
5 mR, an acceptable figure. In more precise calculations,
buildup of scattered gamma radiation must be taken into
account (see 4.1.c and appendix B).

. 2.3 Control of Internal Irradiation

Permissible limits for internal exposure have been
derived by the National Committee on Radiation Protec-
tion and Measurements for about one-quarter of the
known radioinuclides [17]. Tables such as table 2 have
been found useful as guides to the degree of protection
required for handling various quantities of the more com-
mon' radioacbive nuclides.

The estimated relative hazards of radionuclides are
based on their physical properties and their maximum
ferWatibleconcentrations in air and water. The classi-
fications ixTU-131e 2 are for the soluble forms, primarily,
of the listed radionuclides which may be deposited intern-
ally in humans. They take into account, where possible,
the types of compounds in which such nuclides are usually
encountered, their specific activity, volatility, and the
maximum permissible limits. Such brief classifications
include numerous arbitrary, placements, resulting from
generalization of specific variables.

In each hazard group the radionuclides are arranged in
order of ascending atomic weight. An asterisk (*) denotes
a radionuclide which emits gamma radiation in amounts
significant for external exposure. The levels refer to the
activities of radionuclides that be present (as shown
by the upper scale) and to the egree of protection re-
quired against internal deposition. Medical or research
laboratories and industrial installations should have venti-
lation and safeguards against contamination correspond-
ing to such classifications, as discussed in sections 4 and 5.

The slant boundaries indicate borderline zones in which
the adjacent quantity of a particular radionuclide may be
too much or too- little for the indicated degree of protec-
tion, but especially emphasize that there are no sharp
transitions between the quantity levels, group classifica-
tions, or associated protection techniques. Modifying
fiat:7n may, and in the more hazardous cases should, be
applied to the cluantitircl handled; according to the com-
plexity of the handling procedure. For normal chemical
operations with the "average" radionuclide in each group,
the modifying factor may be taken as one. For very
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- Group 1. Very High Hazard.
10µG, 100pc

TABLE 2. hazard from absorption into the body

Zinc 1 Omc 1COnic Ic 10c

*pip°, pono, *Ram, *RA?", 71c2", Thy", Thuo. Np237, pun , pum, pun°, Paw, 1'112",*:t111241, Cm:19

Group 2. High Hazard.
10pc 100pc

Low Level

imc 100mc

*Na22, Cass, *Sc'", Sr',*Cw, *Runs, 109, *1121, *Cst", *Cettt, *Et I", *Tt:, 13i91°, At "I, Ran', 1'233

Group 3. Medium Hazard.
10pc 100mc

U
1 ruc lOnic !Mine

Ic

Ic

Oe

4.

10c

Low 1.-bvel lic7dium level High Level

du, *Nau, S131, Pn, CI39, *K", $c", *V44, *Cr", *?II", *NItz, Fe", *Fe" *CO, *Z11'4, *Ga", *Rb", Sr", y"°,
*Z.07, *Nb 93 , *N1o", *Rum, PO03, Agm, Agin, *Ci 110, *$ 113, *Tot::, *Tem", *Bator , *Lau°, Pr"3, PIIII7,

SM151, *H0166, *T1111", 9.111". *10", 499, *PO. *P093, *Ann', *Ais99, *TP0, *Tr., Tivd, Tpoi, *Ph903,
RIMCV *11 03, UnS

Group 4. Low Hazard."
lOpe 100µc 1 nic 10mc 100mc Ic 10c

Low Level N1edium Level Iligh Levi

H3, *He, Ni39, G ", U23', Natural Thorium, Natural Uranium, Noble Gase4.

Emits gamma radiation in signitleant amounts,

t.0 24
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simple wet operations, up to ten times the indicated
quantity of radionuclide may be handled without appreci-
able change in degree of protebtion. For storage of stable
materials, is 11 as stock solutions and most solids; up to

.100 times the quantity indicated in table 2 may be handled
with minimal extra precautions. On the other hand, com-
plex wet operations with risk of serious spills may require
limiting the quantity to as little as one-tenth, and dry and

. dusty operations to as little as one-hundredth, unless pro-
tection facilities apd procedures are considerably im-
proved..

The maximum peissible amounts of radionuclides in
the human body and the maximum permissible concentra-
tions in air and water for direct human consumption are
listed and explained in National Bureau of Standards
Handbook 69 [17]. These limits are based on the quanti-
ties of radionuclides which deposit in specific critical
organs and the resulting radiation dose. The values hah-

'been specifically calculated for air which is inhaled and
for water which is drunk by the human.

ts t.,0 In cases where radionuclides are regularly discharged
to the environment, the actual limitation on the quantities
of radionuclides which can be permitted in the air or
water may be lower, depending on the cc.acentration of
these nuclides resulting from natural deposition processes .
or from biological accumulation [21, 22]. In such cases,
monitoring of the environment should include measure-
ments of samples to assure that such accumulation of the
radioacti* material by biological materials will not result
in_over-exposure to man from ingestion of food derived
from.these sources.- If no food is taken from the contami-
nated area, the damage to the fish or water fowl may be
the limiting factor in the concentrations permitted in the
streams. Determining the concentrations in food and
water and the quantity of these materials actually in-
gested will permit effective control of the biological accum
ulationand transfer to man.

The determination of radiation exposure from a mixture
of `internal emitters becomes more complicated when the
radiation comes from nuclides of several elements because
their diverse chemistry leads to differences in location of
deposition in the body and the radiations have different
penetrations. In order to arrive at the total dose tate
from a mixture of radionuclides, the contribution of each
to the dOse_rate must be determined and summed for each
organ significantly affected. The maximum permissible
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con.' en tion of the mixture is, then, the total concentra-
tion'tha leads to the MPD in one organ or another. The
maximu permissible conedntrations of radionuclides in
a mixture can be estimated from the following formula

[26]; in which Ci is the concentration of the ith radio-
nuclide and MPCi is its maximum permissible concentra-
tion"

some cases, not all of the radionuclides in a mixture
will be known. In such cases, the maximum permissible
limits used for the unknown fraction -of the total radio-
active materials should be the most'conservative of those
not identified. Choice of the maximum permissible limit
to be used can be based on the values presented in Hand-
book 69 [17] for radionuclides emitting the type of radia-
tion involved.

2.4, Irradiation by Mixed Radiations

The biological effect of irradiation by more than one
type of 'radiation (i.e., gamma, beta and alpha) is ob-
tained by summing the effects of the various radiations.

' Heavy particles ionize more densely than el rons and
'qtheir biological) effect per ion pair produced usually

greater. Thui, one rad of such radiation is us ly equiva-
lent to several reins. .

The Quality.Factor (QF) takes account of the LET or
quality of the radiation in question: For most radiation
protection purposes the dependence of the effect upon the
LET or quality of the radiation is most marked. Other
factors such as, rate dependence ,pnd distribution of the
radionuclide in the organ may be important in some appli-
cations. Since ntaximum permissible limits are based
upon low level, chronic exposures, a series of values, for
the quality factor based upon late effects has been adopted.
Tfius, mixed radiation doses, computed in reins using the
relationsiiips given in table 3 are considered to be additive.

If several sources of radiation (e.g., external and in-
ternal) affect the same organ systems, they must be added
as fractions of their respective maximum permissible
limit, and the situation managed so that the sum does not
exceed the maximum permissible limit for that organ
system. ,

14
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TABLE 8.Simplified relationships for adding exposures ck
,'to mixed radiations

X rats. gamma rays, and electrons
and p rays of all energies.

Fast neutrons and protons up to 10
Mar.

Alpha particles
Heavy mail nuclei

!silting criterion

Whole-body Irradiation (blood-
forming organs critical).

Whole-body Madiation (cataract-
formation).

Carclnogenesis
Cataractlormation..

1 rad -1 rem'

1 rad -10 rem

1 rad .10 rem'.
1 rad-20 rem

For certain 'specific radlonuc ides emitting low energy beta particles such as
tritium sad for s rays up to about 80 kvp, the value 1 rad = 1.7 rem is used (16).

b For elements which are fixed in bone, a relation may also be obtained by corn-_
paring the ionization with that produced by 0.1 pc of Ram taking into account
differences in the pattern of distribution.

3. Personnel

3.1 Supervision
7

. supervisor of the labor-hgry4 has the responsibility
40 pr-otect both the workers and the general public from
the nuclitles bting ,used. He should be familiar with the
basic principles of protection from radiation and radio-
active materials in 'order to properly discharge this re-
sponsibility, although for details he may consulewith the
specialists who are more familiar with the over -all re- c
quirements: He shall see that the,work of the group is
properly planned, in detail commensurate with the degree
of haZard as indicated in table' 2, before operations are
started. He should see that instructions for standard. pro-
cedures are available for repetitive jobs and that special
detailed procedures are prepared prior to any special
work involving hazardous quantitieS of radioactive mate-
rials. These procedures shall holude the principal steps

c. to be taken in' the event of an accident involving these
materiali. He shall prepare and revise as needed rules re- ...

garding the handling of ,food in the laboratory, use of
protective equipment, wearing of personnel meters, per-

, sonnel monitoring, storage of radioactive materials, etc.
.11e- shall see that these rules are enforced. He shall ac-

. quaint each and every worker with,,and shall train him to
follow these procedures, as necessary for the worker's

. own protection and the protection of others.

3.2 Radiation Protection
Wherever radioactive materials are used, there shall be

a Competent person responsible for the radiation prote,7.-
tion program. His duties will vary depending upon the

" -2 7
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in which the work is bein rim
ou , u e assist e supervisor in carrying out his
program of, radiation safety by advising on all phases of
the Work in matters of radiation protection. This person
should preferably be in a position in the organization
where he can effectively consult with those establishing
the policy for the laboratory group. or the procedure for
carrying out work. His duties shall include instructing
and training the workers in the safe handling of radio-
nuclides; instructing workers and visitors in the use of
protective equipment and procedures; arranging for
pioper waste disposal; keeping suitable records on ptr-
sonnel exposures; investigating accidents or unusual oc-
currences; seeing that properly calibrated instruments
are available for workers or persons doing monitoring;
and carrying out monitoring in cases where unusual con-
tamination is suspected.
. Radiation protection personnel must have training and
experience in the field commensurate with the complexity
f work. They must know the types of biza-rda invcived

with the various kinds of nuclides handled. They must
be familiar with the maximum permissible exposures and
concentrations of nuclides, and the factors which leter-
mine them. They must know the necessary techniques for
monitoring and how. to interpret the results of such moni-
toring.

In small gioUps handling one or a few radionuclides the
radiation pretectipn expert may be one of the working
group with authority and responsibility for radiological
safety. In larger organizations with staffs of more than
about 25 people engaged in work with medium or high
level_quantities of a variety of radionuclides one or more
-full-timg personnel qualified in radiation protectith may
be rwifiiled.

Courses in the techniques required for using ,radio
nucildes and in the safety considerations in handling are
offered by several groups, including the Oak Ridge Instil
tute of Nuclear Studies and .by the U.S. Public Health
Service at dm Robeit A. Taft Sanitary Engineering
Center at Cincinnati, Ohio. Other short courses are be-- -coming -available at various universities. It Is_ often
possible to begin usefuiwork with radionuclides byl.aking

. advantage of these courses for training a person who may
have no previous experience with radioactivity but who is
otherwise technicall3f competent.
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truetion-of-Workers----
, Persons who are neat and careful are preferred as

radionuclide workers, since they are less likely `to be in-
volved in accidents or spread of contamination. In handl-
ing! radionuclides, skill in radiation protection is as
necessary as skill in physical, chemical, biological, or in-t dustrial manipulations. Management should recognize
"accident-proneness" and persons failing to develop such
skills and who have a bad record of involvement in con-
tamination incidents or over-exposure should be advised
to transfer to other occupations. Persons who have a
history - of sudden physical seizures, such as fainting,
should not be permitted to work with high levels of radio-
nuclides. At the tine a person is employed for radiation
work, his occupational radiation expOsure records should
be obtained from his previous employer.

All persons employed in radiation work shall be in-
-formed, iedetail, of the materials which they are to handle
and of the possible hazards connected with the work.
They shall be instructed regarding local rules and pro-
visions for protection and shall be expected to observe
these rules and employ these provisions m all details: The
employee shall be instructed in the use of protective equip-
ment and in the use and interpretation of the readings
from monitoring instruments. He shall report any injury
or unusual incident so that. the possibility of overexposure
or internal deposition can be investigated. The person
responsible for the work shall see that it is planned in

t detail before execution. The detail required here is de-
pendent upon the quantities and hazards of the radio-
active material.

It is important that workers with radionuclides be con-
sidered as potentially exposed for the remainder of their
lifetimes. It shall not be assumed that they will work with
radiation for only'a few years.

3.4 Personal bleanliness

Radionuclides can be taken into the body by a number
of routes including ingestion or absorption through the
skin. Extreme personal cleanliness and care are there-
fore needed. Different kinds of work with radionuclides
will have different degrees of contamination hazard. In
work with sealed sources, contamination will be a very
Minor problem, barring rupture of the 'container and
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dispersion of the source material. Laboratories using only
low-level quantities (table 2) of a few nuclides will have
a small; but finite, risk of contamination of workers and
work areas. In large installations where high-level quanti-
ties arehandled, continuous vigilance will be required to
Minimize the escape of radionuclides to the work area.
The skill; conscientiousness, and number of personnel all
haVe a bearing on the facilities and procedures that must
be provided to control contamination. To maintain per-
sonal cleanliness, the following measures in varying de-
greehave been found necessary. AR

Hands should be washed frequently, and shall be washed
before eating, smoking, and at the end of each work
period. No. edibles of any kindfood, hum, candy,
beverages shall be brought into contaminated areas or
areas that may become contaminated between radiation
controL surveys. Smoking shall be prohibited in sucli
zones, unless written approval of persons responsible for

iationprotection hef,been obtained since radioactive
contamination may be transferred to the lips or inhaled.
as the contamination is burned. Personnel should refraip
from using personal items, i.e., pocketknives, handker-
chiefs, lipsticks, etc., in the work area. Persons with open
wounds on the hands, or other portions of the body which
may come into contact with radioactive materials, should
not handle medium or high levels of radionuclides with-
out an adequate waterproof covering on the wound.
Pipetting of solutions containing radioactive materials
shall be done with suction devices. Mouth pipetting shall
be strictly forbidden. (

The hands,- other uncovered skin, and Clothing...should
ISe surveyed frequently during, the work with instruments
sensitive to the radiations involved: and if any contamina-
tion is found, immediite steps shall be taken to remove it.
Surveys shall be made before leaving a contarninateclIzone,
at which point protective clothing should be discarded.

Where contamination is frequently encountered, wash
basins should have a foot- or knee-operated valve. Emer-
gency showers as well as protective devices such as face
shields, respiratory devices, etc., may be needed.near each
work.area where liquid or powdered radioactive material'
is handled. Information on decontamination of personnel
is given in section 5.4 and on control of contamination in
section 5.5.

Perionnel should keep their work .areas free from
equipment and materials not needed for the immediate
work. Orderliness is a prime requirement for eliminating

18
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the spread of contamination. After use, equipment should
be decontaminated or Stored in a controlled loeation.

- Radioactive materials should be safely disposed of or re-
tumid to storage as soon as no longer needed.

3.5 Medical Examinations
Except, in the case of exposure to radiation above the

Maximum permissible limits, no special medical examina-
tions other than those considered good industrial or medi-
cal practice should be required. Clinical examinations,_
should not be relied upon as indicatiOns of poor working
conditions since positive indications on these tests are
eyidenoe of gross overexposure. Preemployment physical
examination is always advisable to reveal any physical
conditions that later may he attributed to radiation ex-
posure. The preemployment examination 'should include
medical history, radiation exposure history, physical ex-
amination, and, at the discretion of the medical officer
in charge, a complete blood count.

In large organizations, the staff may include medical
specialists who are available in case of radiation acci-
dents; otherwise, arrangements should be made before-
hand for the services of a physician who has familiarized
himself with the diagnosis and treatment of radiation
injuries -and radioisotope poisoning.

The National Committee on Radiation Protection and
Measurements makes the following statement regarding
blood counts [273:

1. Provided that radiation monitoring of personnel,
and where applicable, of sites, is carried out by instru-
ments (film badges, pocket meters, etc.) in all circum-
stances involving potential exposure to penetrating
ionizing' radiation, blood counts should no longer be re-
quired as a method of monitoring.

2. Blood counts as a part of preemployment, interval
and terminal examinations are good medical practice
to be done at the discretion of the medical officer in charge
-.--but not as a part of a monitoring service.

3. Blood counts are a necessary part of the medical
examination of anyone overexposed to penetrating ioniz-
ing radiations.

3.6 Urinalysis and Other Tests
Special tests for determining the presence of internal

emitters in the body art., desirable for 'persons handling
intermediate or high-level quantities (table 2) of uncon-
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. fined radioactive materials.-The,se tests consist of analyses
of excreta, analyses of biopsy sahiplesjud in recent years,
the measurement of the radiation from the total body.
In radiation protection practice, the term "bioassay" hag
been adopted for measurements of radioactive materials
in'. blood, urine, fecei, skin, and other' body tissues or
fluids. Scheduling of such tests depends upon the exposure
history, of the individual, past history with the work
group, and the nature of possible accidents in which radio-

-active material could have been taken into the body. The
radioactive half-life and the rate of biological elimination
-ofthe nuclide should be considered in timing the collection
of samples for bioassay in relation to the times of potenti-
al exposure.'

It is not expected that laboratories and industries using
small quantities of radionuclides will be equipped and
-staffed to perform such bioassays and interpret the re-
sults. There are companies throughout the country spe-
cializing in such analyses [3] .

a. Urine and Blood-Samples

The analysis of urine is the most frequently used indi-
cator of ,,quantity of radiOactive material in the body.
In obtaining samples of this nature, care should be taken
to insure that extraneous contamination is not introduced
from the hands or clothing of the individual being sam-
pled. Most biological samples contain natural radivpotas-
slum in amounts which may mask the added radionuclides

for wiii.2htests are being made. Either the potassium can
be chemically, separated from the sample or the radio-
nuclide of concern can be separated for measurement. In
general, it is advisable to analyze for the specific nuclide
of interest so that the results may be more easily in-
terpreted. Urine analysis is especially recommended for
monitoring exposures to tritium. Analytical procedures
are available for many of the common nuclides including
tritium, strontium, cesium, radium, uranium, thorium,
and plutonium [28-31].

The sensitivity of the analytical procedure should be
adequate to detect the small amounts eliminated at body
burdens well below the maximum verinissible values [17].
It should be remembered that chronic exposure can rd-_
suit in the slow buildup of radioactive materials in the
body with indications in the urine at any given time con-
siderably lower than would be expected from the same
total, intake on an acute basis [32, 33] . In general, when
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the over -all elimination rate is rapid, the sampling inter-
_ vala should be more frequent. However, for the most

tapidly eliminated radionuclides, work control procedures
may be established on the basis d daily to weekly bioas-
hays to make better use of such data. -

In the event of suspected exposure to an acute intake
of radioactive material, prompt bioassy of urine samples
will permit more accurate estimation of the immediate and
long-term exposures, and will guide medical treatment.

1,--Frequently in such accidents, analyses of blood as well as
fine are of considerable use [33] . 'The interpretation of
results obtained by this technique is difficult, and at this
time, uncertain. An estimation of body burden is usually
made by reference_to human data wherein excretion rates
haveteen measured following administration of a known
quantity of the radionuclide or element [32, 33]. The use
of a single half-life to characterize the rate of biological
elimination is not satiffactory for interpretation purposes
except for a few selected nuclides such as tritium or
sodium, where the material is not tightly bound into the
body. The results of urine and blood samples represent the
radioactive material which has been taken into the blood
stream for further r vement through the body. They
do not ' represent mr Hal in the lung or 'the GI tract
which has not been sorbed into the bloodstream." The
present methods o.. interpretation [33] of these data
provide only semiquantitative indications of the quantity

ofradioactive_material, but are extremely valuable in
providing indications of work conditions which should
be corrected.

b. Feces Samples

Feces assays are valuable when raioactiVe materials not
readily soluble in body fluidg are taken into the body by
inhalation [19, 32, 33] or ingestion. Dile to the deposition
of radioactive material in the upper nasal and pulmonary
passages, a ftactior, of the inhaled material will be re-
moved to the throat by ciliary action and swallowed.
Nasal smears, sputum, and irrigations of the nasal pas-
sages will frequently give indications of the material de-
posited in this fashion. Depending upon the particle size
of-the material inhaled, it is possible to have very high-
level feces samples or nasal smears withodt a correspond-
ing deposition of radioactive material in the body. In
general, the results of such tests are zwt interpretable in
terms of the quantity of material remaining in the body
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following this initial clearance. They do indicate, however,
that undesirable atmospheric conditions have been en-
countered. There are no good methods of determining the
Lung burden (i.e., material not yet absorbed from the lung
passages) ,from excreta analyses.

c. Expired,Air Samples

Special techniques have been or may be developed for
specific radionuclides. It is possible that analysis of a
short-lived daughter which is poorly retained in the body,
may provide a good indication of the quantity of a long-
lived parent which is tenaciously retained. For example,
radium-226 deposition is determined by measuring the
gaseous daughter of radium, radon-222, in the exhaled
air [34, 35].

.

d. Biopsy Samples

B 'sy samples are primarily of interest when the radio-
,actIv material is introduced in wounds. Where feasible,.
the V, o and area should be surveyed'in order to determine
the quantity of radioactive material present. Survey tech-
niques which provide the required sensitivity for in vivo .
measurements are available for nuclides which emit
gamma radiation or low energy photons [36]. In the event
that the wound is found to be contaminated, surgical ex-
cision of the area may be required. In such a case, the
nature and magnitude of radiation hazards are slid! that
-relatively radical surgery will seldom be indicated, and a
decision should be reached only after consultation with
physicians whose experiences in surgery and in radiobio-
logy permit adequate balancing of the reiative risks of ex-
cisitin and leaving the contaminated material in place.
Following any such excision deemed necessary, the wound
area should be resurveyed and the tissue removed should _
be analyzed.

e. In Vivo Measurements

Procedures are now available for sensitive measure-
ments of gamma emitters and many beta emitters by the
measurement of the radiation emitted from the body
[37, 38]. This procedure has been used on a limit d basis
for the measurement of iodine-131 in the thyroid ior many
years [39]. In such tests, however, it is important to de-
termine that the sensitivity of the measuring equipment
is adequate to measure the small quantities which are
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permissible in the body [17]. The devices iiresently, avail
able' for measuring the radiation from the body are, in
general, elaborate and -require massive shields to control
the background to a steady and low level. Thecounters are

sT massive liquid or plastic scintillation devices ot large
crystals of sodium iodide. The large sodium iodide counter,
inkauldition to providing an estimate of the quantity of
radionuclide in the body, also provides a spectral analysis

- of the radiation from which the radionuclide can be identi-
fied 87]. Such devices are expensive and require skilled
personnel- to operate. Many AEC and other installations

. now have such facilities. In the event of serious accidents,
arrangements may be made to have individualschecked by
one of these devices. Further discussion of such measure:-
;lent techniques, is included in Handbook 80 j40).

4. Physical Safeguards
The design of the laboratory or facility should be corn-

- mensurate with the hazards of the material to be handled.
There are two main problems that require control:

1. To prevent overexposure from 'external radiation,
and

2. To minimize the entry of radionuclides into the
body.

It should be noted that work in a very well designed and
equipped laboratory can still result in hazardous condi-
tions during handling, if improper procedures are used.
Conversely, a laboratory which is not designed for the

. purpose can be used to handle teasonable amounts of
radioactive material safely if care is exercised. Further
discussions of problems of laboratory design and handling
of radionuclides are given in Reference [12]: ,

Physical safeguards to control exposure to external
radiation make use of the decrease in radiation intensity
with distance from the source and with thielding around
the source. Control of internal deposition depends pri-
marily on limiting dispersal of the radioactive material
into the air so that it can be breathed as well as limiting
direct contact with the material. The first line of control
includes physical enclosures to confine the radioactive
material and proper ventilition patterns throughout the
laboratory, Protective clothing serves as' an additional
safeguard when containment is inadequate and is insur-
ance in ease of accidental escape of radioactive material.
Control measures are facilitated by proper laboratory de-
sign and availability of equipment.
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- 4.1 Shielding

-Shielding serves primarily to minimize the external
radiation reaching the body. It may, however, serve also
as a barrier to the flow of contaminated material into the

.1vorkarea. Table 4 illustrates some of the typical materials
used for shielding of various radiations. The particular
material to be used depends upon the complexity of the
operations, the type of source, the size of the source, the
size of the lquipment, and the location.

In design -'of shields the shielding material should, if
possible, be placed near the source. If adjacent rooms or
spaces are occtipied, care should be taken to protect all
such areas. Often the simplest method is to surround the
source with the shield. Thus, if intense sources are handled
in laboratory, hoods with built in shields, it may be neces-
sary to provide a shielding roof to protect individuals on
the floor above. In many cases a direct shadow shield is
not adequate due to the scatter of penetrating radiation
from objects not in the beam between the source and the
user. For large sources where entrance throuffa the shield
is required, a labyrinth should be provided to reduce
scattered radiation. In construction of shields, particularly
from objects such as lead bricks, care should be taken to
see- that cracks do not extend through the shield. If a
radiation beim is necessarily brought into the room, the

Jocation_of the beam shall be marked so that individuals
do not inadvertently walk into it; and the beam should be
stopped by a shield behind the point where it is used.

TABLE 4.Typical shielding materials for radionuclides

Radiation
Shielding Material

. Permanent Temporary Additional clothing

Alpha
Beta

Olunma, x-rays° ...

Unnecessary
Lead , copper, iron
aluminum, concrete,
stood.

Lead Iron. copper,
lead gla.ss, heavy ag-
gregate vont:rite,
aluminum, ordinary
concrete, plate glass,
wood, water, paraf-
fin.

Unnecessary
Iron, aluminum,
plastics, stood,
gloss, water.

Lead, iron, lead
glass, aluminum,
concrete blocks,
uood, wdler.

Unnecessary
Leather, rubber, plas-
tic, cloth

Lead fabrics (but no
for "hard" gamma,
see subchapter 4.3)

Arrangement of materials in genera order of Increased thickness required.
Care must be taken with high atom c number materials to see that the !stern-

strahhing (x-rays) generated do not add significantly to the resulting dose after
the beta rays are absorbed.

For close work, lead Is frequently backed with another shield. such as 1/8 in.
Iron or aluminum, to absorb secondary photo-electrons.
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Alth ough shielding can be calculated by an expert with
a reasonable degree of accuracy, the transmission through
a finished shield during conditions of use should be
measured. If necessary, further, shielding should be used
or further restrictions imposed. Usually, however, time -
consuming computations of the shield thickness for small
laboratory experiments are unnecessark: It is frequently
sufficient to estimate the required shielding and then add
to it if measurements show it is inadequate.

In general, conservative calculations with generoui' pro-
visions of shielding will take care of scattered and sec-
ondary radiation. Where permanent installations of maxi-
m= economy are planned, other references [41, 42] in-
cluding NBS Handbooks 50 [43], 73 [6], 55 [44], 76 [8],
Lid 63 [10] shOUld be consulted.

Separate shielding considerations are involved for each
of the radiations which are encountered in the laboratory.

a. Alpha Radiation

Usually no shielding is required for pure alpha rays be-
, 'cause of their extremely limited range. However, con-

tainineFt t_n limit contact with the materials may be re-
quired to keep alpha emitters from being taken into the
body.

b. Beta Radiation

The penetrating power of beta radiation depends on
the energy of the beta particle. At average energies, a
few millimeters of shielding will stop the radiation com-
pletely; and even for the maximum energies encountered
with radionuclides, a few centimeters will suffice. The
range of electrons in aluminum is given to within five
percent by [45]:

R=412E1.2650.0954 In E 0.01<E<2.5
R=530E-106 E >2.5

In the above equations R is the range expressed in
mg /cm' and E is the maximum energy in Mev. The range
in other materials is roughly the same when expressed as
mg/cm2. Figure 1 indicates the thicknesses of variqus
materials required to completely stop beta radiation.

_Since beta particles are absorbed ,approximately expon-
entially over the first portion of the rahge, large f'educ-
tions in the dose rate will We made even with thicknesses
of material less than those given in figure 1. Some pro-

1.8 7
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. 0.
teetion is afforded' the body by normal clothing and, in
cases where pure beta emitters are being handled, the
use of heavy gloves such as leather or heavy rubber gloves
will significantly reduce the dosage rate to the hands.
Since the beta radiation affects primarily the skin, the
maximum permissible levels for external beta radiatio-.
are greater than for gamma radiation for all regions of

104

102

R

100

=1

1.0

MU ENERGY (Mev)

tIGURE 1. Penetration ability of beta radiation.
(Curves for aluminum and air based on Etherington, Ed. Nuclear Engineering

Handbook, McGraw.liill Book Company, Inc., New York, 1958). Other curves
computed from that for aluminum on the basis of densities.
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the body with the exception of the eyes (see seciion 2).
For 'this reason, safety glasses, optical glasses, or goggles

-should always be required for work with beta emitters.
Inuging leaded rubber gloves for handling beta emitters,
do not overlook the possible presence of a gamma
ponent of high energy. Gloves of this nature will serve
as a scattering screen for the gamma photons, possibly
resulting in a net increase in dose #&o the hands from the
secondary radiations.

c. Gamma Radiation
The primary gamma radiations are absorbed in a shield

in an exponential-manner. This absorption can be char-
kterized (for a narrow beam of radiation) by an absorp-
tion coefficient in the equation:

= eF7
where 1 is the exposure rate after passing through the
sffircro- is the initial exposure rate at the shield, x is the
this Tess of thkshield, and p, is the absorption coefficient.

The absorption coefficient can be expressed in units of
reciprocal length or of reciprocal mass per unit area.
Tables of absorption coefficients for several common
shielding materials are given in appendix A [46].

In designing a shield, complications arise from the
scattered radiation. In most cases, the actual radiation
'passing through the shield is higher than is indicated
by the exponential absorption equatibn. This is due to
scattered radiation reaching the observer from other
portions of the shield. Such scattered radiation is taken
into account by inclusion of a "build-up factor" in the
equation. This is the factor by which the radiation cal-
culatfd by direct exponential absorption of the primary
beam must, be multiplied to give the quantity actually
penetTating, including the scattered radiation. Build-up
factors for several energies of radiation are given in
appendix B [47].

Calculations are available for specific geometries of
source and shield. The figures in appendix C are for point
gamma sources and- a slab shield. These nomograms may
be used to estimaf,e the thickness of shield required to
reduce the dosage rate of a given energy of radiation by
thelactor desired.

4.2 Containment and Ventilation
- For low-level work, involving a few microcuries of

most materials (table 2), an ordinary fume hood such
as is used in chemical laboratories may be used to contain

.
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the radioactive materials and prevent contamination of
the worker and the laboratory. If the quantity of radio-
active material being handled intreases, more elaborate
containment measures, along with shielding, are needed.
In much of the work'involving the measurement of rela-
tively small quantities of 'radioactive materials, more
positive containment provisions are required to prevent
cross-contamination of samples than are required to pro-
tect personnel.

In general, the ventilation system should be designed
to permit air flow in such a direction that any radioactive

. material picked up by the air will flow away from the
.worker. In the design of new installations, the -airflow
should always be from a noncontaminated area toward
thy, contaminated or potentially contaminated area. Poor
ventilation is difficult to correct after an installation had
.been completed. It is alwaysmore satisfactory to install
a correct system initially, than to try to overhaul a poorly
designed setup. A good system of laboratory ventilation
will confine the toxic contaminant, exhaust it with suit:
able duct work and fans, and pass this material through
a collector or scrubber as needed before releasing it to
the neighborhood. The design of a proper' ventilation
,system will also provide sufficient airy to make up for the
amount exhausted.

Several excellent articles and texts have appeared on
the subject of laboratory ventilation. References are
given for those who are interested in more details on the
design of ventilating systems for handling radioactive
makerials [48,49,50,51].

a. Rood Design.

A laboratory hood is a simple enclosure in which work
can be carried out without toxic materials escaping.,Ma-
terials in the enclosure can become air-borne and escape
by agitation from chemical or mechanical action, by ther-
mal action from chemical reactions or heating devices,
and by the syphon action from cross-currents of air. In
order to keep the material from escaping from the en-
closure, sufficient air should be exhausted to create an
indraft through the face of the hood. This indraft must
be strong enough to overcome the actions which tend to

, allow materials to escape. For handling low to moderate
levele of radioactive materials, the average velocity
through openings in the hood must be 100 fpm. For
highly toxic or high-level radioactive material, the ye-
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1ocity through openings must be raised to an average of
125o 200-fpm. At excessively high velocities, on the other
hand, radioactive materials can be drawn out of open

= containers, contaminating the entire hood area.
In some cases, faulty circulation of 'air thrt nigh the

hood,opening can be improved by increasing tilt volume
exhailsted and thus the velocity through the 'hoed faye,
by restricting the opening or by providing streamlining

..,baffies along, the edges of the air opening. Instrument
checks on , the velocity of air entering the hood should

performed under the various conditions encountered
during actual operations. Checks of air flow patterns
with a small source ot smoke can indicate the presence
of cross-drafts and the possibility of pullihg material
from the hood.

The placement of the hbod in the laboratory is im-
portant in respect to cross-drafts, which can pull material
out,of the hood. In general, a hood sho "d be located w$11
away from the doorway where the sup; .y air must enter.

In some eases, during periods when the hood is un-
attended, it mair be practical to use somewhat lower ve-
locities, 75 to 80 fpm. Dual speed fans will permit opera-
tion at the higher velocity while the hood is in use and
at the lower velocity when it is closed.

b. Glove Boxes
Elements e mitting only alpha particles (or very soft

beta rays, i.e., H3 or C14) can be handled even at high
levels in completely enclosed containers known as glove
boxes. Rubber gloves extend through hermetically sealed
ports into the box and enable one to handle the radio-
active material without contaminating his hands or lungs.
For harder beta rays and gamma rays, gloves do not
offer sufficient protection, and they are frequently, re-
placed by mechanical manipulators operated froth out-
side the box. This complication, along with the shielding
required for medium or high-level work, makes the dry
box much more expensive than the larger chemical hood.

Gloye boxes should be provided with air locks through
which samples can be inserted or removed. In such air
locks, the sample is inserted in the air lock through one
door which is then closed and the other door opened to
remove the sample. Since all facilities are totally enclosed
in the hood, it may be desirable to provide exterior con-
trols for all services such as water, gas, electricity, etc.

Glove boxes are frequently provided with exhaust ports
or fans and filters. Exhaust volumes of 20 to 30 cubic
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feet per minute wilt maintain a 50 feet per minute Velo-
city indraft at any opening in a typical size and design
of glove box. If intake filters are used, they should be lo-
cated in 'such a position that the worker's body will not
be exposed to the escaping material if there is an explo-
sion or surge of pressure which could rupture the filter.

c. Exhaust Systems

Tne exhaust system is designed to remove from the
laboratory the air-borne materials which are picked up
in the hood. To safely vent the contaminated air, it may
need to be filtered, scrubbed (or otherwise treated) and
discharged at such velocities and elevations that it 'will
not reach ground level at more than maxims= permis-
sible concentrations. Cleaning equipment must be select-'
ed with a view to the corrosive and toxic materials handl-
ed and the varying requirements for removal of radio-
active materials. A ,choice of improper cleaning equip-
ment will frequently result in efficiencies lower than
needed or rapid deterioration of the cleaning material.
Filters are available to achieve the high decontamination
necessary for radioactive materials and for the particle
size range which results in the greatest retention follow-
ing inhalation exposure.

In a proper laboratory ventilation system, the duct
work inside the building is under ,negative pressure.
Under these conditions, any leakage due to poor con-
struction or corrosion of the duct system will be into the
ducts and the radionuclides will be confined. To accom-
plish this, the fan must be located not on top of the hood
but outside the building or at the point where the exhaust
leaves the building. Although this may require weather-
proofing the motor, it can be an advantage when flam-
mable material is handled because explosion-proof con-
struction is not then required for the motor. Duct work
connecting several hoods should have streamlined con-
nections. Branch ducts should enter at angles of 30 to 45
degrees in order to permit better passage of air at high
velocities. In such multiple installations, care should be
taken to see that the exhaust system is balanced so that
one hood does not provide the bulk of the air for the sys-
tem.

Velocities of air in ducts must be great enough to main-
tain minimum transport velocities for the materio
conveyed. Usual range of transport velocit;- particu-
late material is,3500 to 4500 fpm.
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In hoods where large euantities of water are handled,
it is necessary to provide some means of removing the
condensation which collects in the duct. When the system
is intended to handle corrosive materials, the duct work
.should be of material resistant to corrosion.

The discharge should be at least five to ten feet above
the laboratory roof, located so that fumes will not be
carried back into the laboratory or into the air intake of
adjacent buildings. Caps for weather protection obstruct
the exhaust, directing it back down to the roof where
it may be carried into the air intakes. The most practical
fan discharge iS the straight vertical stack with no sir:
ectional baffles or projections. In this case, there must
be a suitable drain connection in the housing. When nec-
essary to discharge high level wastes to the atmosphere,
independent stacks may be located downwind from the
tallest nearby building at a distance of two or three times
the building height. Details .of the meteorology and dilu-
tion of radioactive materials in the atmosphere are found
in otlfer references, [53,54].

Clean air must be supplied to replace the air in the
root with an exhaust system, if contamination control

successful If adequaterair i o ie to the
he capacity of the exhaust s tem ana the air

velocy at the face of the hood is r uced. If there are
multiple exha t hoods and no ma ail..

may be revers through a hood that a smaller fan
or is turned off.

In buildiggok. ign --.....ulatinrair may be admitted to
offices, corrid^7, tc., and exhausted through rooms for
low P." nigh-le work in order, by control of static?,

eiessures. In arge laboratory with several rooms for
raditrAtivity woric, controls must be supplied to properly
balance the flow of ,air from one room to the next
and from one hood to another. High velocity air move-
ments can be responsible for spread of contamination
and should be avoided.

4.3 Protective Clothing

Special clothing which can be easily laundered or dis-
posed of shall be worn when there is a possibility of con-
tamination with hazardous amounts of radionuclides. The
degree of protection required is a function of the quantity
of radionuclides, the types of radionuclides, the nature of

the operations being carried out, and the design of the
laboratory and facilities available (see section 1.5).

4
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Special clothing is not required for handling radioactive
mielides in sealed containers, except when they are
opened purposely or accidentally.
,In general, the aims of proper laboratory design and

-work procedures is to keep the occupied areas clean so
that protective clothing is only required in the event of
an accidential release of radioactive material. Frequently;
however, the spread of radionuclides out of the labora-
tory is prevented by the use of special clothing which is
worn only in the laboratory and not in the other portions
of the building.

a. Garments

In general, protective is not required if the
quantity of rs.,41:......naes being manipulated amounts to

me maximum permissible (body burden based
on the most critical organ.as given in Handbook 69, [171.

For low-level work-as characterized bfiktable 2, it is
advisable to wear laboratory coats or coveralls. Shoe
protection, in the form of simple cloth or Oastic bags to
slip over the shoes, should be available in case the floor
becomes contaminated. Rubber or plastic gloves are ad-
visable if the radionuclide is being manipulated in chemi-
cal solutions or in dry or powder form. The wearing of
such gloves will frequently save considerable time in de-
contamination of the skin and will assist in preventing
the spread of radioactive materials to other parts of the
laboratory:

For medium level work, coveralls, caps, gloves, and
either special shoes or shoe covers are recommended.
Again, if the laboratory design is such that the material
is completely confined, laboratory coats may be adequate
and caps and shoe protection need not be used except
when the material escapes from the confinement.

If a person nctually enters an area where there are
highlevel quantities of uncontained radionuclides, he may
require several layers of protective clothing including
caps, shoe protection, several pairs of coveralls, several
pairs of gloves, and respiratory protection. This type of
work should not be encountered in normal operation but
usually occurs during maintenance or clean-up procedures
in facilities using large quantities of radionuclides.

Protective clothing also serves the function mentioned
before of preventing the cross-contamination of samples.
Protective clothing is often worn in low-level laboratories
for the purpose of keeping individuals from bringing
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c.

radioactive materials into the laboratory rather than for
personnel protection.

Special disposal and laundry facilities are frequently,
necessary to handle protective clothing worn in work
with radioactive materials. Handbook 48 [55] discusses
such details as the monitoring of clothing before or after
laundering,, provision of change rooms or stations, show-
ers, used clothing hampers, etc. and suggests laundering
-procedures which may be satisfactory or can be modified
for a particular contaminant or installation. Commercial

aarvice for contaminated clothing is available in
Many areas [3] .

b. Respiratory Protection

Respiratory protection 'shall be worn when the con-
centrations of radioactive materials in the atmosphere,
averaged over the working time, exceed the limits giVen
in Handbook 69 [17]. Respiratory protection can vary
from, simple respirators which simply filter particles out
of the air to completely self-contained or supplied air
masks. Respirators should be in a form approved by a
recognized laboratory for the type of service involved
[56]. The limitations of the respiratory equipment must
be known before use. Respirators and masks should be
individually fitted and tested for rightness of fit by at-
tempting to breathe with the inlet closed off,before use.
Reliance on masks in highly radioactive environment
should be tempered by realization that even well-fitted
masks can have leakage rates of one to two percent. The
responsibility for seeing_that the mask-or respiratory

-OteCtiorifi& shall be with the individual worker. It
may be noted that growth of beard may prevent a tight
fit of the mask. In general, masks with a separate source
of air supply are used only in high-level work where the
individual actually enters a highly contaminated region
for maintenance or clean-up work.

c. Shielding Garments

For close or contact work with radioactive materials
emitting radiation of low penetrating poWer, shielded
clothing such as leather or leaded gloves and aprons or
eye protection may be used to increase allowable exposure
time. Leather and rubber are effective against most beta
radiations. Fabrics loaded with high atomic material,
such as lead, are used for shielding against scattered
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x-radiation in fluoroscopy. At higher energies, the great
increase in weight and loss in flexibility which would be
necessary to shield against,gamma-rays rule out the use
of Shielding garmehts.

4.4 Laboratory Design

In work areas where unconfined radioactive material
is handled, surfaces of floors, benches, hoods, and other
work areas should be impervious or easily replaceable
for economical control of radioactive contamination. Na-
tional Bureau of Standards Handbook 48 [55] discusses
ecommended and unsuitable surfaces. For example, un-

coated wood, concrete, soapstone, and plain rolled metals
absorb radioactive materials. For the same reason, how-
ever, absorbent paper with a waterproof backing is very
useful as an easily replaceable temporary covering. Ab-
sorbent paper should be replaced at frequent intervals
and should not be allowed to accumulate radioactive ma-
tes. ::'^ until it becomes a dust hazard. Tile is recommend-
ed for worm ...:-faces because it is easily replaced in small
sections.Subject to requirements, a general order
of preference for tile material vinyl plastic,.asphalt,
rubber, ceramic. Linoleum gives accei....:1-1. service if
properly cared for. Polished stainless steel, platu ;1-QR.
tempered glass, and die stock masonite each have ad-
vantages. Porcelain has limited uses.

Ordinary paints, varnishes; and lacquers are not rec-
ommended for wear surfaces. Tygon paint is suitable for
some work surfaces, and for coating, instruments- aged"
equipment. Strippable plastids are used extensively but
have low wear and tear resistance, and are soluble with
some organic solvents. Handbook 48 [55] suggests some
suitable commercial paints and coatings, and more are
continually being added to the market.

Dust-collecting surfaces should be eliminated as much
as possible. Lights should be recessed, pipes enclosed, and
shelves covered by doors. Cove corners between wall and
floor facilitate housekeeping and decontamination. Cracks
should be filled and sealed. Ceilings are always r.Jvisable,
to prevent contamination from settling on roof trusses.

Experience in handling unconfined radioactive mate-
rials has showh that where sizeable quantities are used,
special facilities for disposal of liquid radioactive wastes
from housekiling and decontamination operations
should be pr ded, both for radiation protection and
economy of operation and maintenance. Where only
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.small amounts of radionuclides are used as auxiliary tools

k for research, medical treatment, or process control, such

special facilities may not be required if the necessary pro-
tection and control can be achieved by special instructions

-And procedures. (See Handbook 49 (57] and 53 (58] on
ciiiposal of phosphorus-32, iodine-I31, and cesium-137.)

Separate sewer systems, for rooms and facilities where
liquid radioactive material may leak, spill, or be disposed
of --over a piriod of years, permit better radiation con-
trol and enable provision of more economical waste treat-

. ment facilities if necessary. Sinks, wash basins, and floor

drains to be used for radioactive waste should be plainly
marked. Wash basins, where contaminated -hands may be

washed, should have knee- or foot-operated faucets. Such
Pipelines and sewer systems inf.'s need special design con-
siderations. Because of deposition of the radioactive ma-
terial on the pipe wall, the radiation from the pipeline
itself may become excessive. It may be economical to re-

-"duce maintenance by t.sing piping which can be easily
decontaminated, such as stainless steel.
' Good permanent records of pipeline locations are
important, not only to facilitate maintenance but also to
prevent damage to the pipeline during repairs in the
vicinity. Code painting of such pipes to permit identifica-

tion may be advisable [59]. Further details on waste

disposal are given in section 8. .

4.5 Laboratory Facilities

The safe handling of radionuclides requires the use
of special equipment appropriate to the materials used,

their level of activity, and the type of operation. For
laboratory operations, tongs, forceps, trays, and mechani-

cal holders are needed. Semiremote-control sampling,
stireng, and pipetting devices are included [60]. Mouth
pipetting shall be strictly forbidden.

Low-level amounts of soft beta emitters, i. e. 100 milli-

ct.-ies or less of hydrogen-3 and 10 millicuries or less of
carbt.:7-14 and sulfur-35 may be used with minimum

facilities ;Yid moderate precautions.
Long-hane:^(1 tools provide reduction in dose rate by

distance for lihrelling millicurie amounts of beta or
gamma emitters. orations with multicurie quantities
behind shields require ...qe of specially designed remote-
control tools and shielded .-sntical systems, such as lead-

glass windows, periscopes, -r mirror arrangements.
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Magnetic, electromagnetic, and pneumatic_princiPles- are
applied to_thexemote-handlinrof Tadionuclides.

,casks or containers for the movement or
storage of radioactive materials are of many shapes and
adzes but are characteristically compact to minimize
weight. Inner containers for liquids should be nonbreak-

.1 able, either metal or polyethylene, for example, or else
,completely surrounded by absorbent material sufficient
to absorb the entire liquid contents and of sucha-nature---7
that is efficiency will not be impaired by chemical re-
action with the contents.

Capsules for radioactive sources require special design
°consideritions to control decomposition, as explained in
Handbook 73. [6]

4.6 Isolation of Facilities
All areas in which unsealed sources of radionuclides

are handled shall be conspicuously posted in order to warn
against possible radiation hazards and the possibility of
encountering radioactive contamination. Such marking,
specifying the low level of hazard, might be advisable,
even, when the quantities being handled are so small as
to present no hazard, in order to warn against unautho-
rized handling or movement of samples or equipment
with conseqUent possible spread of even small amounts
of radionuclides to other areas.

Areas in which the radiation dosage or the contamina-
tion levels are significant shall be marked and also provid-
ed with a physical barricade to prevent inadvertent entry.
The type of barricade 'should be commensurate with the
hazard considering the quantity and accessibility of the
radioactive materials and the radiation levels. Temporary
barricades can include posts and rope, chain or colored
tapes. More secure barricades could include permanent
fences, separate rooms, or vaults. Whenever the radia-
tion levels are high enough to produce serious exposure
in a short time, the area shall be kicked to prevent inad-
vertent entry.

Areas in which the radiation levels or contamination
levels are sufficiently high to permit an individual to
receiVe a significant portion of the maximum permissible
dose during normal working hours should be designated
as restricted areas with entry controlled 1:iy prearranged
procedure. Such controlled areas have been designated as
"radiation zones," "contamination zones," etc., with the
criteria as to dosage rate and contamination level selected
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according to local conditions. In many instances, the
restricted areas are defined at such levels that the radia-
tion field outside of ,these areas is minimal. A typical
criterion for a restricted area might be: "an area where'
the radiation level can exceed one mrem per hour, or
where there may be significant surface contamination-or

--whoreairEoilaiitrations can exceed one-tenth of the ap-
plicable maximum permissible concentration." The intent
is to. provide a defined region where precautions are
necessary.for safety. Areas in which the defined ioses can
be exceeded due to changes in conditions should also be
controlled. "Significant surface contamination'. is not
precisely defined; but depends upon the radionuclide in-
volved, the radiations emitted, the degree of fixation,
ventilation, and accessibility. It is impractical to list
general numerical limits which might not be absurdly

.,' restricave, in many cases, or to list specific limits for all
possible cases. Typical limits as well as further discussion
of the problems are given in NBS Handbook 48 [55) and
in section 5.6 of this handbook.

. The restricted area should be designated by the radia-
tion symbol approved by the ASA in ASA N2.1-1960 on
signs, tags, stickers, etc., posted in sufficient quantity so
that at least one symbol is easily visible from any ordinary
angle of approach. The wording should explicitly warn of
radiation hazards. Unexplained wording, such as DAN-
GER, is not appropriate. (See also Handbook 61 Z61) on
radiation information labeling) .

4.7 Storage

Radionuclides, when not in use, shall be stored in such
a manner as to preclude the possibility of inadvertent
radiation exposure of individuals either from external
radiations or from movement of the radionuclide from
its container the laboratory air or onto surfaces. It
is advisable to provide designated storage locations which
are adequately shielded and, if necessary, ventilated.
Separate ventilation is required for the storage area
where the material could escape from the storage vessels;
when the storage area is used for vessels contaminated
on the outside; or when sealed sources liable to rupture
and dispersion of their contents are stored. The inclusion
of a floor drain flowing into an appropriate disposal
system will aid decontamination proceedings in the event
of a spill. These areas should be plainly marked with a
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radiation -sip,_ and if access to the area is available to
individuals other than those working with the radio-
nuclides, a lock should be provided to prevent deliberate

-.;'-'-r------oririadvertent entry. Fireproof and waterproof storage
'should be provided for larger quantities of radioactive
materials.

In many laboratories, such storage areas are provided
by wells or holes in a concrete floor or wall with closure
by step plugs to eliminate_direct beams. For laboratories
handling raulticurietiimounts of gamma emitters, a re-
motely controlled nriOipulator to remove the radionuclides
from storage And \place them in a shielded location is
desirable. For less it n curie amounts, the handling may
be -done with tools ving handles long enough to keep
the radiation dose r eived to an acceptable level. The,
use of long-handled tongs for handling glass vials should
be-minimized .because of the possibility of dropping the
vial.

For the storage of smaller amounts, a lead or iron safe
or a Specially designed shielded area may be used. The
design of such devices ... d be such that adequate space
is available for sto ; g the radionuclides required and
the space should partitioned so that each sample can
be easily located nd records kept on the quantities avail-
able. In cases w ere a number of different samples are
stored in the sa area, shielding partitions or contain-
ers may be desi : ble to minimize total radiation received
when removing one sample. ,

5. Procedural Safeguards
5.1 Operational Controls

Each controlled area (or group of controllefl areas)
shall be identified with appropriate signs. Such signs
shall be in accordance with -applicable requirements of
any regulatory agency. All employees and visitors who
enter a controlled area shall be informed of the pertinent
requirements and procedures for the protection of them-
selves and fellow worke_ s against internal and external
exposure. In large installationA a simple introductory
handbill, pamphlet or lecture corld be given to each new
employee or visitor to inform h..n of any pertinent rules
and regulations.

General rules and instructions should be written in
detail commens.x, t -; with the haiards of the radio-
nuclides used -IL,' the nature of the work and shall be
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Made available to all employees. A current listing of the
supervisor or other persons assigned responsibility for
radiation protection and persons to be contacted in
various emergencies shall be maintained. Floor plans
and drawings of all facilities handling dangerous amounts
of radioactive materials should be filed outside the facility
so that this information will be readily available in the

i. event of a fire or an explosion which makes an immediate
on- the -spot; study of the area impossible.

For repetitive work with radionuclides, the standard
operatingprocedutes should be established, preferably in
writing. They may be incorporated with work procedures
and oth.er safety requirements. Written instrttions not
only aid understanding and compliance, but also indicate
requirements for revision as the basic elements of the
work chat .st or as unforeseen hazards become evident.

When rwu-repetitive work or special jobs having un-
.

usual hazard potential are to be performed, a careful job
liatard-analysis should be made by responsible individuals
and pertinent operating procedures established, prefer-
ably in writing. Each worker should understand the re-
quirements and should be expected to comply during the
work. The resultant instructions should clearly define and
limit the work to be done; specify necessary personnel
monitoring equipment, protective clothing and respira-
toiy protection; state the maximum average radiation
survey readings and the exposure time limits. If the read-
ings and limits are unknown in advance, the work should
not be started until a survey is made; and, if necessary,
continuous or intermittent monitoring should be per-
formed. Personnel shoLld be continually informed of such
readings and limits during the work so that overexposure
is prevented. Brief instructions in case of emergencies
should be included. Finally, the instructions should specify

y check-out requirements for leaving the area such as
rsonal contamination survey.., removal of contaminated

cI hing, etc. A convenient form for providing such in-
s tions for non-routine work is given in appendix D.

Ot er forms which might be adopted for radiation con-
trol irilude radioactive shipment records for transfers of
material, inventories of radiation sources, records of
waste disposal, and records of significant exposure of
visitors.

When cumulative exposures are exp ted to be close to
the permissible limits, a daily estim d exposure record
should be maintained for each pers This will permit

341403 0 76 4
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. better control of his exposure and aid in interpretation of '

personnel meter results. During complex work in the
. presence of one or more high activity sources, a running

exposure record is suggested. Separate records of
exposures to limited portions of the body (with higher
exposure limits) as well as to the whole body may permit
moreeconomic,a1 use of manpower.

The use of self-reading pocket dosimeters can supplant
the running xecords sometimes required in complex work.

, In addition to their use on the torso, they can be fastened
to hands, arms, legs, head, etc., to measure localized ex-
posures.

, -

5.2 Exposure Records

Permanent records of exposure to radiation and radio-
active material should be maintained for each exposed
person as determined by personnel meters and bioassay.
These are supplemented by radiation survey and esti-
mated exposure records obtained during the work. Typical
forms which can be used for this purpose are given in
appendix D. . .-

Regular examination of the exposure records warns of
impending overexposures and of jobs or locations where 'c
control can be improved. Compilations from the records
can yield more economical design of new or revised facil-
ities, and permit scheduling manpower to allow for ex-
pected expos,ires. An individual's record is valuable for
medical and legal purposes. Records should be obtained
of significant exposure received by employees in previous
occupations, in visits to other sites, or in service in the
armed forces.

5.3 Investigations

' Overexposures, serious accidents, and spills of radio-
active materials should be investigated impartially to per-
mit correction of any conditions which could have led to
the event. Such investigations are particularly useful
when they indicate defects in previously accepted pro-
cedures or equipment so that corrective action may be
taken immediately. Information on the cause of the event
should. be dih5eminated so that others may profit by the
experience.

The data obtained on such an investigation should be
written in detail and made a part of the exposure record
of each individual involved. Such information is frequent-

._
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Ijr,Useful in reviewing the capabilities of individuals for
handling radioactive materials, for aIsessing their total
exposure history, and for interpreting results from later
measurements oratrka.

Similar investigations pholitd be made on those oc
casions when there has been EF failure to use a personnel
meter or when the record from an exposure meter is lost
due to failure of the device or in processing. Although
such an investigation cannot replace the lost record, it
call frequently put an upper limit on the possible exposure
and indicate whether an unusual exposure was probable.
The best estimate of the exposure received should be en-
tered in the exposure record.

5.4 'Personal Decontamination
Special techniques have been evolved for the removal of

radioactive contamination ftom the skin, hair, etc. The
objectives of t ese techniques are to reduce radiation ex-
posure prompt , to minimize absorption of radionuclides
into the body, nd to keep localized contamination from
sftading. In each ease, decontamination should continue
until no activity ii detectable with approprwte survey
instruments (see section 6.0 and Handbook 48 [55]) but
in no case shall decontamination continue to the point
where the effectiveness of the skin as a barrier is de-
stroyed. Open wounds through which the contaminant
might enter the body must be protected.

Two points are of extreme importance in personnel
decontamination:

1. A physician should be called as soon as it is seen
that the few simple decontamination efforts which are
safe for unskilled use are not appreciably reducing the
contamination any further.

2. Decontamination efforts should cease when the
skin starts to become thin and reddened. The health of
the skin must be maintained to minimize absorption and
internal deposition. If necessary, the contaminated area
may be carefully covered by bandages so that the radio-
active materials are not spread and the patient released
until the skin is replaced. At this time, decontamination
efforts may be resumed.

A record of the decontamination procedures and results
is an important addition to the personnel exposure record.
A sample form for this record is given in appendix D.

The following procedures have been effective in mini,
mizing exposure and entry of radioactive material into the
body during decontamination:
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.A. General

.1. Make 'a quick survey of exposed skin, hair, and
clothing with appropriate radiation measuring instru-
mental° indicate where decontamination is most urgently
needed.

2. Carefully remove contaminated clothing.

. B. If SQrey Shows' Widespread Contamination

1. Shower with soap and water. Keep radioactive
material., out of eyes, nose, and mouth and minimize
spread to any clean area of the body.

2. Dry thoroughly.
3. Repeat survey.
4. If contamination is still widespread over the body,

repeat the shower with scrul'bing, taking care not to 'dam-

age the skin.
5. Repeat survey.
t. If contamination 'till exists, select the most highly

contaminated areas and start decontaminating as given
below for localized areas.

C. If Contamination is in Localized Areas

1. Both the person doing the, decontamination and
the contaminated person should don suitable protective
clothing such as laboratory coats, surgeons' rubber gloves,
and respiratory protection, if needed.

2. Localize the area to be .decontaminated so that the
radioactive Materials are not spread to other Parts of the
body. In many cases, the protective clothing will suffice

for this purpose; in others, it may be desirable to use
supplemental protection.

3. Decontaminate hair by repeated application of
liquid soap and rinse water, -using towels to keep water
from vunning onto the face and shoulders. Acid goggles

can be used to protect the contaminated person's eyes.
Thoroughly dry the hair before resurvey. If the contami-
nation is still present in signiMant quantities and is no
longer being reduced after three such washings, the physi-
cian should be notified.

; 4. If contamination is found in the eyes; mouth, cr
an open wound, flush copiously with water and contact a
physician immediately for further instruct ions.

If the contamination is in the nose, have the patieht
clean. nostrils with wet cotton swab sticks, blowing his
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nose-Ire:Neatly and taking care to keep the radioactive
materials out of his mouth. Deeper contamination may
bezemoyed_by nasal irrigation which should be started

:as soon as possible after the suspected inhalation to mini-
mise' swallowing' of contamination'. This irrigation can

' be rformed by inserting % in. to 1 in. of thin gum
tubing (1/s in. ID X % in. wall) into one nostril

and permitting a normal saline solution (container posi-
- tionetil one to two feet above the person's head) to flow

and be discharged from the other nostril. Whenever possi-
ble; all solutions from the nose or mouth should be saved
for-later radiochemical analysis. If any water goes over

-into the patient's throat and mouth, have him spit it out
and flush his mouth without swallowing any water. In
each of these cases, urine and fecal analyses or measure-
ment of radiation from the body is desirable.

5. Possible contamination under the fingernails
,-- should-, receive particular attention. Cleaning and trim-

a ming the nails may be 'followed, if necessary, by the treat-
-- ment- described in D.

D. Removal of Localized Skin Contamination

If the contaminant is in a chemical solution, which
might react with the skin, immediately dilute it with
water, using dampened swabs to minimize spread of the
contaminant. Maintaining portable kits containing sup-
plies such as those listed in table 5 will facilitate decon-
tamination. The two chemical agents, titanium dioxide
lnd potassium permanganate, have consistently proven

TABLE 5.Typicalsupplies for skin decontamination kit

2 pr. 'surgical' gloves
2 pkg. cotton-tipped applicators

12 tongue blades
8. 10-nil beakers
1 soft scrub brush
1 magnifying glass
1 1-qt, ice cream carton
1 box facial tissue

1 4-oz. bottle potassium per-
manganate

1 4-oz. bottle sodium bisulfite °
1 1-oz. jar titanium dioxide

paste
2 4-oz. bottles distilled water
1 4-oz. bottle liquid soap (baby)

Instructions

Saturated solution (approximately four percent) made by dissolving 5 grams
Kldn04 in four-ounce bottle leaving excess crystals in bottle. Replace when execs
crystals disappear (few months).

b Four percent solution, mnde fresh when needed by dissolving four and one -bait
frame NaliSOs crystals (may be in ready-to-mix package) in a four-ounce bottle
of distilled water.

with a Mall a ount of lanolin.
Made by nixing precipitated TiOs (very thick slurry, never permitted to dry)
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superior for decontamination. Swabbing the titanium
dioxide paste on and off removes contamination lodged
under scaly surface of skin. The permanganate solution
dissolves that absorbed in the epidermis, removing a mini-
mum of protective skin. The bisulfite decolorizes the
permanganate stain. Detergents, wetting agents, or corn-
meal base soaps may be employed instead of bar or liquid
soap. A two per cent solution of salicylic acid in ethyl
alcohol provides effective keratolytic action to remove
surface skin, but this should be used only under a physi-
cian's direction.

Starting with soap, then going in order to titanium
dioxide, permanganate, and bisulfite, each agent should
be applied and rinsed off three or four times (with survey
after drying) before using the next. '

5.5 Contamination Control
a. Prevention of Contamination

From the safety standpoint, the control of contamina-
tion imposes the most exacting requirements in the han-
dling of radionuclides. It is much, more effective and
economical to control contamination at the source than
to decontaminate areas and equipment on a larger scale.
Advance preparations should be made to minimize leaks,
spills, or other fosses. Areas where radioactive contamina-
tion is present or likely should be isolated from casual
entry. The full cycle of protective clothing procedures
may be needed: issue, donning, 'roper use, removal at
the barricade, collection and laundering. Incidents can
became accidents through inadequate planning and care
at eaelv.

Like' e, proper preparation should be made for the
careful handling of radioactive material based on its
physical state: solid, liquid, or gaseous; powdered, cor-
rosive, absorpdve, etc. Drip pans, splash guards, backed
absorbent paper, strippable coatings, and similar inex-
pensive provisions greatly reduce the need for decontami-
nation, surveys, and replacement of permanent facilities.
Well-channeled ventilation is a major aid to prevention of
contamination (see section 4.2). Good housekeeping is
well repaid. In every operation with radioactive ma-
terials, frequent use of survey meters will help to mini-
mize personnel exposures and prevent contamination.

b\ Decontamination
When prevention fails, decontamination begins. The

techniques of decontamination begin with washing with
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soap and water and continue through the use of deter-
- -gents, wetting agents, dol ts, chemical solutions, and, in

the case of contaminated eq or laboratory sur-
faces, physical removal such as stripp* g, scrt, 'lig, grind-
ing, and sandblasting. The use .of bag type vacuum
cleaners should be considered for certain decontamination
jobs. This is particularly true where the contamination
is particulate, in nature and likely to be soluble in water
or other cleaning liquids. National Bureau of Standards
Handbook 48 [55]; recommends some of the more suitable
techniques and tents for the removal of radioactive
contamination. C mmercial decontamination agents are
continually being improved and the list for specific con-
taminants expanded.

Caution is required in the use of some organic and
chemical solvents. Certain ones not only are toxic in
themselves, but may increase the exposure hazard by in-
creasing the absorption of radionuclides through the skin.
It is generally true also that the properties which make
a good decontamination agent result in poor removal of
radionuclides in waste disposal treatments. EDTA (eth-

1 ylenediamine tetra - acetic acid and its salts) is one of the
,best decontamination agents, but its presence makes waste
treatment much less effective.

5.6 Control of Contaminated Articles

Wherever radionuclides are used, clothing, tools, and
equipment may becdme contaminated. These cnntami-
gated articles should be controlled to prevent spread of
radioactive materials to clean areas or even to public
areas outside of the installation. The problems involved

, depend on the magnitude of the program and the experi-
ence of the individual involved.

In general, these items fall into two classes, namely:
(1) those items which remain in a controlled area and
are reused, and (2) those items which are no longer
needed and can be safely released, after decontamination,
for use in othermork.

a. Controlled Area

Contamination levels in a controlled area are usually
subjected to indirect checks such as measurement of air
concentrations, frequent measurements of personnel con-
tamination, etc., so that hazards induced by the presence
of the contaminated article become a part of the over-all
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.program of control. For this reason, controls on the levels
of contamination on articles used in the laboratory can
be set by considerations of over-all hazard and the pro-
tection program, and specific limits are not needed.

Equipment to be transferred from one controlled area
to another should be thoroughly surveyed before moving
and, if the level is higher than the general level in the new
area,, decontamination should be carried out. Equipment
Nhieh is shown to 1:W contaminated, or which has inacces-
sible parts and has been in a controlled area, should be
marked with the radiation symbol. If it is to be stored or
used by another group, it should also bear a description
of the kind and level of contamination and the date of the
survey. If the external radiation level exceeds one mrem
per hour or if the contaminant is.such that'an individual
might accidentally receive from it more than one-tenth
of the maximum permissible body burden [17], then ad-
ditional safeguards should be applied. These might in-
dude an outer container or shield or storage in a locked
enclosure.

b. Conditional Release from Control

A conditional release procedure may provide suit able
control of articles such as heavy mobile equipment which
do not leave the installation, or of areas or fixed equip-
ment not entirely free of contamination but causing insig-
nificant hazard. Requirements for conditional release
should include the following:

a. The equipment is not contaminated to a level where
it is a radiation hazard itself.

b. The intended use presents no radiation ht. za/ d
to informed users.

c. Regulations for controlling the radiation or con-
tamination are securely attached to the equipment in a
prominent place.

d. Property inventory records are maintained for
each item listing its "home" location, radiation status,
person responsible for control, and date of latest inven-
tory.

c. Unconditional Release from Control

If articles are to be released from the controlled area
for use in uncontaminated areas, surface contamination
must not exceed acceptable levels. The permissible con-
tamination depends on such factors as the relative hazard
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of the radionuclides involved, including both the external
radiation and the uptake in the body; the degree of fixa-
tion of the contaminant; the mobility of the article in-
volved; the accessibility of the contamination in the
normal use of the article; and the possible interference
with sensitive radiation measurements.

Measurements of surface contamination are usually
expressed in terms of the response of the instrument
used rather than in absolute units because of the unknown
depths of penetration of th4 material into the surface.
Suggested levels of "significant contamination," below
which an item can be released from the controlled area,
are given in table 6.

A "wipe" or "smear" test is valuable for detecting the
presence of loose contamination. In this test, the object
is wiped with a piece of cloth, paper, or sticky tape; and
the material measured on a sensitive device which will
detect the radiation emitted (see section 5.1). The degree
of fixation of contamination and the mobility of the article
are particularly important.

Requirements for unconditional rel&se should include
the following:

a. All accessible surfaces are free of significant con-
tamination, as deterniined by surveys with sensitive alpha,
beta, or gamma monitoring instruments, appropriate to
the nuclides that have been used.

b. It must be reasonable to presume that inaccessible
surfaces are uncontaminated, on the basis of two pre-
mises: that, without being 'cleaned, accessible surfaces
are free of significant contamination; and that no radio;
active materials could have contaminated the inaccessible
surfaces without havilig contaminated the outer surfaces
as well.

c. The materials of which the item is made are such
as would not be likely to occlude radioactive materials.

TABLE 6.Suggested levels of "significant contamination".

Measuring instruments
Levc! for Nuclides In groups

3 and 4

Geiger counter ( p. y, b
Ionization chamber.
Alpha counter.. .

100 gun
0 1 maid /hr
1 il/m/cm

160 cpm
1 mrall/0t
10 d/m/cm

Table 2.
b Flat plate area of two square in.
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d. Wipe or smear tests indicate no detectable loose
contamination, and there is reasonable assurance that
any fixed contamination will not become loose and subject
to spread at some later date.

5.7 Survey Procedures

Radiation surveys are performed to indicate the general
level of radiation in the working area and to provide in-
formation on changing levels of radiation or contamina-
tion as the work progresses. Where only a few
radionuclides in low or medium leverquantities are han-
dled, monitoring of the work and general contamination
levels may be carried out by the worker, although oc-
casional checks of the area should be made by an individ-
ual not directly concerned with the work. Where many
radionuclides are used at high levels of activity, it may
be advantageous to employ one or more persons especially
to perform such monitoring and to assist the workers by
monitoring during the performance of the job.

An area survey includes the initial examination of a
facility when radioactive material is first introduced, and
subsequent routine or special surveys to insure radiation
and contamination control. Handbooks 55 [44] and 76
[8] recommend surveys to be made initially and subse-
quently for installations of radiation-generating ma-
chines; similar procedures should be employed where
radioactive materials are handled.

Routine surveys should be scheduled in order to detect
inadequately shielded radiation sources, excessive surface
and air-borne contamination, and waste not properly dis-
posed of. The unlikely and remote locations should not be
overlooked. Lockers, offices, roofs, and vehicles are ex-
amples of locations where radiation control is occasionally
compromised by inadvertent movement of contamination
and should be surveyed on a routine basis.

.Surveys for surface contamination should include smear
(wipe) tests to determine how much is loose material
which may become air-borne or otherwise transferred to
personnel. A smear test is made by wiping the contami-
nated surface with a clean cloth or paper, or pressing a
sticky tape on it to detect and estimate the amount of
loose contamination which might be rubbed off the sur-
face in subsequent usage. The test can be semiquanti-
tative if the areas, materials, and instruments are
standardized (e.g., 100 sq in. of painted surface is wiped
with one square inch of paper and measured with an
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eild;mica-window counter). Adhesive tape is one of the
bettei,collecting materials. Hard finished paper is better

soft. By'removing the smear sample to a region of
low background for measurement, even vessels containing
highly active sources can be checked for contamination
not detictable by direct survey. The wipe tests may be
adjusted to the hazard of the contaminant and the usage
of the surface.,

Measurements of radiation els and contamination
should be made at intervals &ring the conduct of the
work, particularly when conditions change drastically
such as when source containers are opened or material is
transferred from one vessel to another. Such measure-
ments may be made by the worker, although for tasks
involving his full attention with very active sources, it
may be advisable to have another person assist by moni-
toring.

At the conclusion of the work or before leaving, for
example, to eat or, smoke, surveys of the clothing, skin,
and hair should be made to prevent possible movement
of radionuclides to other parts of the building and further
exposure of the individual.

5.8 Air Monitoring

In regions where radioactive materials can become air-
borne, air samples should be taken with samplers designed
to collect the contaminants involved. Filter type samplers,
impadtors, and electrostatic precipitators are used to col-
lect particulate materials; vapors and gases require spe-
cial techniques involving absorption or chemical reaction
or collection [62, 63]. Nonmetabolizing gases (such as

-argon, krypton and xenon) ordinarily result in higher
dosage rates from the external radiation to a body im-
mersed in the gas than the dosage rates from internal
deposition. Monitoring for these gases involves measure-
ment of the whole-body exposure with no need to collect
samples except in very small enclosures, where the ex-
ternal dosage rate is lower than the internal.

Air samples collected on filters or electrostatic precipi-
tators will contain the decay products of the naturally
occurring radon and thoron [64]. These daughter prod-
ucts are frequently in sufficient quantities to mask the
contaminant being investigated. Since the longest-lived
naturally occurring contaminant collected on the filter is
ThB with a half-life of 10.6 hours, the long-lived activity
can be obtained by measurement after the ThB has de-
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cayed or by taking two measurements spaced in time
adequate for significant decay of the ThB and solving the
two simultaneous equations for the long-lived contami-
hant.

DD2.Dle-)48
Da

*Da= disintegration rate of long-lived alpha emitter.
D1= total disintegration rate measured on first count.
D2= total disintegration rate measured on second count.
At = time interval between measurements.
X = disintegration constant for ThB (0.693 0.6 hr-1) .

The first measurement should be made at 1 st three
hours after sampling stops and the second 10 o 24 hr
later.

Since the maximum permissible levels for be emitters
a.e several orders of magnitude higher tha for alpha
emitters, daughters of radon or thoron are not as sig-
nific.snt in measurements of beta emitters.

Suck filtering procedures provide indications of levels
in the 1.1r only at some time after the sample has been

taken. To results must then be used to indicate areas
where high concentrations are probable and where re-
spiratory pr,.+ection is needed. When starting new work
where signifigtott air concentrations could occur, respira-
tory protection hould be used until air samples confirm
the absence of a hazard. Recent instrument developments
include impaction (, *.vices which discriminate against the
radon daughters by taking advantage of the small size
of the dust particles c, rrying them [65]. Such a device
should be used as the so monitor only when it has been
shown that the alpha emitter being monitored is not pres-
ent as very small particles.

The concentrations determ, led by air monitoring should
be compared with the_rnaxim.'m permissible concentra-
tions (MPC) given in Tfandboo: 69 [17],, If these con-
centrations exceed the MP, core ,ctive action should be
instituted and respiratory protectio, provided.

If the identity of the radionuclide in'Tolved is not known,
it should be assumed that it is the most 'Iazardous of those
possible for purposes of estimating s MPC. Where
large numbers of different nuclides are ii.volved -vith no
knowledge of the ones present in the air simple, a pro-
visional limit of 10-9 µc /cc for beta emitters and 10-12
p.C/Cc for alpha emitters may be used. As infonation on
specific nuclides becomes available, the provisiotal limit
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should be replaced by a lithit calculated for the known
mixture accordin4r to the principles given in Handbook
69 an section ZS of this handbook. It should be
noted that these pror:sioniil limits are provided solely to
minimize the necessity for identifying radionuclides pres-
ent in the air when concentrations are low and should not
be used as a criterion of hazardous conditions when ad-

.information on the composition is available. In
many cases, it is possible to identify shorter-lived nuclides
. (such as the daughter products of thor.,a) by simple tech,
niques such as decay curves. In this case, the provisional
level should, be applied only to the unidentified portion.

. 5.9 Emergencies

Even in a carefully planned and executed program, un-
foreseen events may lead to accidents involving the spread
of contamination or excessive radiation levels. Such ac-
cidents may involve merely spills Qf material in the labora-
tory where prompt action will minimize the movement
of radioactive materials or they may involve extensive
damage to the facility from floods, fires, earthquakes, or
explosions. In any emergency, primary concern must al-
ways be the protection of personnel. This will usually
involve confinement of the contamination to the local area
of the accident whenever possible.
Consideration of possible accidents and methods of
handling them should be an important part of designing
the laboratory rules and programs. Only general guides
to actions in an emergency situation are given since the
numerous differences in laboratories, personnel, and pro-
grams make the specification of detailed plans applicable
to all situations extremely difficult. Plans shall be devised
ahead of time for ccping with probable accidents. All
persons working with radioactive materials or involved
in case of accident shall be informed as to action they
should take to minimize exposure.

All accidents should. be investigated as soon as possible
and the complete report made a part of the laboratory
records.

a. Preventive Measures

Many steps can be taken ahead of time to avoid acci-
dents involving radioactive materials or to minimize the
consequences, if they do occur. New techniques or pro-
cedures should be thoroughly tested with inert materials
ahead of time and approved by the person responsible for
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radiation protection. In many cases, it will be advisable
to rehearse the entire procedure before using radioactive
materials. Steps in the procedure likely to give trouble
or.result in a spill can be identified and improved as a
_result of such rehearsals. Protective clothing suitable to
the conditions expected if an accident occurs should be
worn. 1.

Features for preventing the spread of contamination
following an accident can be built into a laboratory or
facility. Containers for radionuclides should have double
integrity either in the container or in absorbent material
in the container so that breaking a single vessel will not
releaie the contents. Emergency exits should have quick

'closures, and ventilation shutoffs should be readily accessi-
ble. Fire-proofing is advisable, particularly in ventilation
ducts and filters. Rapid and secure shielding of radiation
sources should, be available, and the sanitary water and
sewer systems should be isolated from possible contami-
nation.

b. Emergency Procedures

When an accident such as a spill could result in over-
exposure or contamination of workers, procedures for
dealing with the emergency should be planned and re-
hearsed. In the event of a spill, workers should leave as
rapidly as possible, closing the doors behind them. They
should not leave the immediate vicinity, however, until
surveyed for contamination on the shoes, clothing, skin,
and hair in order to prevent spread to other areas. Con-
taminated clothing should be removed and left behind and
areas of contamination on the body cleaned immediately.
Reentry into the area should be made cautiously with sur-
vey readings to define the area of contamination and radi-
ation levels. If air contamination is present above the
MPC, respiratory protection should be worn.

Arrangements shall be made with the local fire and
police departments to handle emergencies such as fire or
flood. Personnel of these departments should be briefed
on the types of sources stored in the area, their location,
possible special hazards, etc., and cooperative plans should
be made. Protective clothing and personnel monitoring
equipment should be available for these groups. There
are several publications on radiation fundamentals for fire
departments which could be used to provide training and
details to the groups involved [66, 67, 68]. In addition
the U.S. Atomic Energy Commission has several pro-
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grams to assist fire departments in preparing to handle
fires_where radionuclides are located.

6. Radiation Instrumentation
The success of any ±adiation protection program de-

pends ultimately upon the ability to measure the quanti-
ties of radiation and radioactive materials to which people
are exposed. There is a wide variety of instruments avail.
able for measuring various types of radiation under many
different conditions. In many 'bases, however, the in-
terpretation of the readings from these instruments in
terms of the actual radiation exposure of various portions
of the body and the actions required in order to remain
within necessary limits is not clear c o that these instru-
ments should be used by people trained in the interpre-
tation of readings.

Developments in the field of instrumentation are rapid
with many new devices becoming available for survey,
detection or monitoring. In many situations the new
plastics which are similar to tissue in their interactions
with radiation permit the measurement of the radiation

. dose in rads [69]. Detailed discussions covering the basis
of dosimetry as well as the application bf instruments
may be found in many articles [5, 9, 40, 70, 71, 72].

6.1 Personnel Meters
1A,Pers,onnel meters are devices to be worn on the person

- "for the' purpose of measuring the radiation received in
I, the tours of the work. For situations w'.-,ere generalized

total body radiation is received, they are generally worn
on the upper torso. However, where localized doses to
the-hands or other portions of the body are possible, addi-

ct . tional devices should be provided in order to monitor ex-
posure to these portions of the body. When working over
a shield, a person will often find his exposure limited by
the_exposure- ofthe eyes, and he should therefore wear
.a dosimeter on his forehead. Monitoring of personnel
with ionization chambers or film badges is not necessary
if soft beta emitters (e.g., hydrogen-3, carbon -14 and
sulfur-35) are the only nuclides used. In fact, film badges
and dosimeters, unless specifically designed for these en-
ergy levels, are unsuitable.

Handbooks 51 [5], 55 [44], 57 [73], 59 [7] and 76
[8] contain descriptions of personnel meters and recom-

1
mendations for their use and evaluation of readings.
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a. Ionization Chambers
we

Ionization chambers are used as personnel meters pri-
marily in situations where the exposure is to gamma or
x.;ray doses. Thee chambers can be constructed so that
an auxiliary meter can measure the loss of charge or a
quaitz nber electroscope can be built into the ion chamber
and the instrument may le read at any time without
auxiliary equipment. The self-readilig device is frequently
used in situations where a close control of the radiation
exposure at the time of work is desired. Ionization cham-
bers with thin walls are occasionally used for personnel
monitoring for beta radiation. Here, the reading is de-
pendent 'upon the manner in which the chamber is worn;
and care should be taken to see that it is not shielded by
other, devices or clothing. Somelfmakes of ion chambers
can be discharged by sudden shocks or by the presence
of a leaky insulator, and it is advisable to wear such
chambers in pairs in order to increase the probability of
obtaining a correct exposure record.

b. Film Badges

In situations where exposure to mixed beta and gamma
radiation is passible, or when the duration of exposure is
relatively long, a film badge containing x-ray film is fre-
quently used. In this badge, shields of various materials
and thicknesses enable one to estimate the dose from dif-
ferent kinds and energies of radiations. Tin, silver, cadmi-
um, or lead are commonly used for this purpose as well as
to reduce the energy dependence of the film for gamma
radiation. An estimate of the beta radiation is frequently
made from the unshielded portion of the film after cor-
rections are made for gamma-ray blackening and absorp-
tion by the film wrapping. Such an estimate is difficult
to, make when the energies of the radiation re not well
defined, and the results can be regarded only is estimates
in this case. Since most of the photographic emulsions
are 15 to 20 times as sensitive to photons of 50 to 100 key
as to photons of 1 mev, great care must be taken in in-
terpreting the rea "ngs obtained in areas where both
high energy and low energy gamma radiation exists. In
some cases, it is advisable to use shields of several*differ-
ent materials so that the differences in the absorption
with atomic number may be used to estimate the fraction
of each energy present.

In the development of the film, b All blank film which
has not been exposed to radiation and standard exposed
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Elms of the same emulsion shall be processed in each batch
as controls: Developing temperatures shall be controlled,
and constant agitation of the developer should be used.
The films shall be provided with identifying markings
produced by a suitable x-ray exposure, by punch marks,

= or by-other suitable means of poSitive identification. When
visual comparison with control films processed simultane-
ously indicates an exposure of more than one-tenth of the
permissible value, the film density should be measured
with a quantitative densitometer.

6.2 Portable Survey Instruments
Portible survey instruments are used to locate sources

of radiation and to measure the intensities of radiation
which will be received by workers. Instruments in which
the response is proportional to the dose rate, such as
ionization chambers, are useful for measurement; whereas
those whose response varies with the energy of the radio-

, tion, including Geiger, proportional, and scintillation
counters, are useful primarily as detecting devices. De-
tecting devices may be used for measurement whenthe
energy of the radiation is known and the instrument is
calibrated for .the particular conditions encountered.

Since alpha radiation has a very limited range and will
not penetrate from external sources to sensitive portions
of the body, instruments are used only for detecting alpha-
emitting contamination in the laboratory. These detectors
include air proportional counters; scintillation counters;
and in some cases ionization chambers with a thin window
which will permit the alpha particles to penetrate to the
sensitive portion of the chamber. In the latter case, the
ionization chamber is usually calibrated in units of the
numbers of alpha particles passing through the chamber
or the response to a standard alpha source without cor-
rection for geometry or self-absorption. Geiger courters
with thin mica windows may be used to survey for carbon-
14 or sulfur-35 contamination. For beta-gamma detec-
tors, Geiger, proportional, and scintillation courters are
used. Ip general, these devices are more sensitive than
ionization chambers and permit rapid localization of
sources. .

Portable survey meters for measurement of dose usually
incorporate ionization chambers, although instruments
which integrate the total energy loss from each particle
in proportional counters or scintillation counters are
sometimes used. For measuring beta radial 'on, the ioniza-
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r.,
tion chamber should have a thin window which will perinit
the passage of the beta radiation with little attenuation.
For measurement of gamma radiation, the ionization
chamber should have a wall of air-equivalent or tissue-
equivalent [69) matsrial of sufficient thickness to provide
equilibrium with the secondary radiations generated in

the wall.
Care should be taken to see that scatter from other

pcartions of the instrument is minimized and that the leads

from the chamber to the electronic circuit do not consti-

tute, in themselves, an ionization chamber willth will add

to the meter reading.
Haidbooks 48 [55], 51 [5], 73 (B], and 55 [44] dis-

cuss typical uses of portable survey instruments as well

as limitations to be placed on these instruments.

6.3 Fixed Moidors

Radiation measuring instruments are swneti,nes used

to give continuous recording of the 'dose rate at fixed

locations. Visible or audible alarms may be connected to

such devices to warn of unsafe conditions or unexpected
contamination. Where the probability of clothing con-
tamination is high, fixed monitors may be located around

a doorway to detect contamination on the clothing of
people passing through the doorway.

Where a large number of people are to be surveyed in a

limited time during changes in shift, leaving work to eat,

etc., a combination instrument, to register contamination
on the hands mid shoes of personnel may be justified.
Such instruments are available in various combinations
to monitor shoe soles and both side; of the hands siinul-
taneously for alpha and/or beta emitters.

6.4 Air Samplers

Air samplers are used to measure the quantities of
radioactive materials in the air resulting trom the han-
dling of unconfinpe radioactive materials, Such equip-

ment is vital in thl. safe handling of unconfined radioactive
material in any quantities since air-borne contamination
is one of Llie most common sources of internal deposition.

of radionuclides in humans. Portable, semi-fixed, and in-
stalled samplers are used; the latter often in conjunction
with automatic radiation measuring instruments, record-
ers, and alarms. Since radioactive contamination may
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become air-borne as dusts, sprays, gases, or vap rs, care
should be taken that the sampling system selected will
collect the Particular form in iyhich the material is
present.

Filters; electrostatic precipitators or impactors of vari-
ous designs can be used to collect dust or spray samples.
Filter 'papers should be selected for their ability to pro-
vide high efficiency collection of the particle sizes en-
countered, combined with low self-absorption of the
radiation: Samples of air containing gases or vapors may
be collected in evacuated containers with the gas later
transferred to an ionization chamber for direct measure-
ment of the ionization. Liquid scrubbers can be used to
collect vapors and can be adapted to discriminate between
chemical forms of contaminants. For certain specific
problems ':getter beds" of activated charcoal,ertinulated
chemicals, or powdered metals may be used! A useful
technique is to draw the air through or into an ionization
chamber where the activity of the contained radioactive
material is measured directly. One or more pretreatment
devices can refine the results to specific parameters of
interest.

Both air samples representative of the hazard to per-
sonnel and general samples representing the condition in
a working area are of value. Air samples representative
of the hazard to personnel should be taken at the breath-
ing zone near where the individual is working by instru-
ments which can be moved from place to place. Fixed
instruments are frequently used to give an indication of
the general contamination levels throughout the entire
area. In sampling for dusts or particulates, great care
should be taken to insure that the air flow into the sam-
pling nozzle is isokinelic with no particle size discrimina-
tion. [74].

Handbook 51 [5] contains general information on
equipment used for air sampling plus recommendations
for methods. Handbook 73 [6] gives specific tests for
measuring and detecting a leakage from sealed sources.

6.5 Liquid Samples

Methods for sampling radioactive liquids depend upon
such factors as the concentration of radionuclides in the
solution, volume needed for analytical sensitivity, ho-
mogeneity of the solution, and accessibility for sampling.

As in air sampling, representative sampling of liquids
is ti requirement for proper evaluation. Static liquids
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should be well mixed at the time of sampling if possible.
If not, then samples 'should be obtained from several
locations in the container and either analyzed separately
or combined proportionally for analysis. Flowing liquids

may be sampled intermittently by bottle or .dipper, weir
and automatic scoot [75], solenoid valve tap or propor-
tional pump [76], at frequency dependent on expected
fluctuations in flow an concentration. Depending on the
desired interpretation of results, solids in the solution
might be representati ely sampled separately or included
in the total analysis.

6.6 Air Water Sample Counters

.. Laboratory instrum nts are frequently used to measure
the quantity of radioactive materials in air and liquid
samples. In order to Compare such measurements to the
maximum permissible concentrations for radiation pro-
tection, the results must be converted to units of ;concen-
tration (preferably p.c/cc). Due to the small amount of
material required to I absorb the alpha particles, alpha
emitters are usually measured by means of co nters so
designed that the sample can be placed inside the hamber.
The sample must be 'prepared in a thin layer r correc-
tions must be applied for self-absorption in t e sample.
Such corrections are usually deterr uned empirically for
the particular absorbi g material [77,78]. /

Beta or gamma e fitters may be measured with any
sensitive counter or, i some cases by ionizatio chambers.
Corrections for ,..;eo etry, absorption and sc tter may be

determined separatel or by measurement of standard
[79]. In measui ing mixed alpha-beta contaminants, it
should be noted that the alpha radiation ill penetrate
counter windows up to about eight or nine riilligrams per
square centimeter. Very weak beta emitter may be meas-
ured with windowl6s proportional counte s or scintilla-
tion counters [80].1 A gamma-ray spect ometer is an
extremely powerful tool for measuring ig, mma emitters
with high efficiency, and distinguishing etween radio-
nuclides by means of the energy of the ga ma radiation
[81]. Such techniques will frequently inimize the
amount of chemistry required in the analy is of samples.
Calibration sources for the type and ener of radiation
expected are primary tools in the measure ent of radio-
nuclides.

Special measurement techniques have beep devised for
measuring the quantity of radioactive ma erial in gas
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.and liquid samples. Other measuring techniques use
photographic film. such as x-ray film for beta and gamma
emitters, nd nuclear track film for alpha emitters. Such
techniques, ]though specialized, can frequently provide
a solution to articular problems in the laboratory.

Handbooks [5] and 80 [40] give additional informa-
tion on the inst mentation and techniques required for
the analysis of samples.

6.7 Calibrations

All instruments used in evaluating the radiation haz-
ards in terms of exposure or absorbed dose, or for setting
time limits of personnel irradiation shall be calibrated on
a routine basis not less than once per quarter. Interim
checks on the quantitative performance of the instrument
should be made with small sources readily available to the
user of the instrument and should include several points
on the range. In general, reliability is to be valued aboVe
great precision. The user should be alert to detect instru-
mental breakdowns or errors in scale readings. If the
instrument is to be used for a variety of nuclides, a com-
plete calibration should include examination of the energy
dependency by the use of two or more check points. The
exposure rate and absorbed dose rate dependency should
be measured up to the maximum rate for which the in-
strument is to be used. Battery checks should be made
on the instrument at routine intervals depending upon
the expected life of the batteries and the amount of use
to which the instrument is put. Great care should be
exercised in high radiation areas to avoid using instru-
ments which may overload and thus read low or zero.
Geiger counters are particularly susceptible to this fault,
proportional counters and scintillation counters less so.
Portable instruments should be checked for the presence
of transferable contamination before allowing them to
leave the work area for calibration or repair. Additional
criteria for calibration, design, and maintenance of such
instruments may be found in Handbooks 51 [5] and
80 [40].

7. Transportation of Radioactive Materials

Radioactive materials being transported are divorced
from the controls effective where they are normally
stored or used. Special precautions are, therefore, needed.
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. . 7.1 On-Site Transfers
In an organization large enough that a person other

than the one using the material is asSigned to transport
it, written procedures should be followed. Other pre-
cautions appropriate to transfers within such an organi-

c zation are given in this section.
Each container used in transporting radioactive ma-

terials shall be marked or tagged with the radiation
symbol (section 4.6) to warn personnel approaching from
all reasonable directions. It should be tagged with all
necessary information to provide the reader with knowl-
edge of the hazards such as radiation levels and handling
precautions. It should be adequately sealed against leak-
age, and if fragile protected against breakage. No sig-
nificant external contamination should be present. TWo
lines of defense against leakage should be considered for
transfers that involve as much as one gram of plutonium
or its equivalent in terms of the biological hazard.

Transportation between rooms or adjacent buildings
where radiation monitoring^coverage is readily available
usually requires simple (but mandatory) precautions.
Procedures should be established and followed in case of
accident for keeping spectators away, shutting off ventila-
tion if air-borne contamination is possible, and calling for
aid (see section 5.9).

If the transportation requires an automobile, truck, or
railroad car, beyond the immediate range of full radia-
tion protection coverage, additional precautions are neces-
sary. Each shipment should be accom)anied by a form
"radioactive shipment record"which describes the origin,
destination, contents, radiation level at the outside of the
container, contamination status of the outside of the con-
tainer, precautions required during handling and trans-
portation, exposure rates at locations in or adjacent to
the vehicle where personnel exposure in excess of a few
mran may occur, and other information necessary for
authorization,' record, or inventory purpohes. A sample
form is given in appendix D.

For transportation of high levels of unsealed radio-
nuclides by automobile or truck, two people should ac-
company the shipment. In some cases an escort vehicle is
desirable. If the radiation level at points of occupancy in
the vehicle during transportation would result in exces-
sive exposure, plans should be adopted to substitute
personnel during the shipment and suitable personnel
meters should be provided.

L
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The person in charge of the shipment should institute
reasonable precautions against spilling of radioactive ma-
terial from the container or conveyance. If a spill is de:
tected, or, in case of a fire or explosion, it is mandatory
that the vehicle be stopped immediately. In such event, or
if the vehicle fails in any other manner, one man should
remain with the vehicle to keep other vehicles and persons
away from the radioactive material until qualified help
arrives. Repairs to the vehicle should require either keep-
ing at a_safe -distance, continuous monitoring, or removal

-ofany hazardous radiation source.
Persons involved with the shipment must take necessary

precautions to prevent skin, internal, or clothing con-
tamination. Ifpersonnel contamination is discovered, the
persons involved shall report promptly for contamination
survey, and for sampling of urine or feces if necessary.

7.2 Off-Site Transportation

For transportation of a radioactive source on public
iv highways, it should be packaged in conformity with In-

terstate Commerce Commission regulations. In a private
car, additional shielding may be required to protect all
occupants of the car and persons who may approach the
-car casually or for servicing. The container should be
carried 'as far as possible from occupants. It shall be
marked with the name and address of the owner, the
radiation symbol, a warning that the contents may be
dangerous if removed, and a request that the owner be
notified if the container is found. It may be advisable to
lock the closed container.

If it is necessary to leave radioactive material in an
unattended car, the container should be locked in the car,
preferably in the luggage compartment. Any loss or theft
of radioactive material that may constitute a potential
public hazard shall be reported immediately to the local
police or public health authorities.

The transportation of radioactive material by public
carriers (truck, bus, railroad, airplane, boat) is subject
to federal, state, and local regulations. Compliance with
federal' regulations ordinarily is satisfactory for state
and local compliance. Federal regulations on this subject
as of 1958 are given in reference [82]. For uniformity,
the Interstate Commerce Commission regulations for
railroad and trucks form the basis for regulations of the
Civil Aeronautics Board, Coast Guard, and Post Office.
Foreign regulations are also similar, except for notable
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differences in international air traffic requirements. Cer-

tain transportation companies also have unique restric-

tions resulting from license requirements or the make of

their particular vehicles. Certain routes are barred, be-

cauie of tunnels, load. limits, watersheds, etc,. In ar-
ranging for transportation of radioactive material by

public carriers, traffic agents should consult the applicable
regulations as well as carrier representatives. Since these
regulations are subject -co change, the latest regulations

should be consulted.
73 Transportation Containers

When glass bottles or flasks containing low- or medium-

level radioactive solutions are to be carried between rooms
or adjacent buildings, simple wooden, metal, or plastic
carriers should be used to avoid. breakage and to afford

additional handling distance. With a handle spaced above

the box a sufficient distance to keep hand exposures low,

the low center of gravity will add insurance against spills.

The required thickness of shielding must be calculated
to reduce exposure to the individual during handling along

with his exposure from other sources to less than maxi-

mum permissible limits. The thickness may be calculated
from data such as that given in appendix C. Openings

through the shield must be stepped or .offset to eliminate
beams. The design should minimize exposure during
loading and unloading.

Usually, lead is the most practical shielding material.
For large containers requiring structural strength, the
lead is usually cast into steel as a liner. Care is necessary
to prevent voids; with a radiation source inside, voids may

be detected by radiograph with film or survey with port-

able radiation instruments.
Handles should be located to bring the container close

to the floor in the normal carrying position. Design of the
container should encourage the use of the handles. Con-

tainers too he.:vy to carry may be mounted on ivheels,
with a handle for propulsion. Still larger containers should

have hoisting rings, hook's, or trunnions.
Each transportation container should be marked with

the radiation symbol and identification off the contents
and the owner.

Disposable containers for waste often use concrete for
shielding. Designs of all containers for offsite use require
review, approval, and registration by the Bureau of Ex-
plosives unless they conform to specifications as nrovtded

in the tariffs. y-
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8. 'RadioaCtive Waste Disposal

Radioactive wastes result- from most operations with
radionuclides, and proper handling requires that adequate
attention be given to the disposal of these wastes so that
human or other populations are not harmed. Thesewastes
arise in a large variety of forms depending upon the par-
ticular use to which the radionuclides are put. For ex-
ample, in chemical operations the wastes may be in the
form of solutions, precipitates, contaminated equipment,
contaminated containers, or agents used to decontaminate
the laboratory. In medical or biological work the waste
may consist of excreta or tissue specimens.

A convenient designation of wastes on a qualitative
scale can be given by the use of the terms "high-level" and
"low-level". In general high-level wastes are those whibh,
must be retained and disposed of by storage in an area
where contact with humans or ecological populations is
minimal. Low-level wastes can be then defined as those
which can be disposed of to the environs of the laboratory
by utilizing the natural dispersal phenomena available.
A third category of intermediate wastes can often be
concentrated for economical handling in the high-level
category. It may be possible to use some propeity of the
environment to concentrate and retain the radioactive
materials in a region where contact with the ecological
system is minimal. This is probably useful only in large
installations where effective control can be maintaine 1.

It should be noted that one cannot assure that all radio-
, active material is retained in the laboratory. There will

be small quantities of radioactive wastes dispersed to the
various waste systems in the laboratory even with the
most stringent care. Even if complete analyses of air and
water leaving the premises are available, the sensitivity
of the analyses limits the extent of the knowledge of the
quantity of radioactive material which escapes.

Radioactive nuclides cannot be destroyed except by
natural decay. Thus decontamination of air and water
can be achieved by deposition, absorption, or adsorption
but not by destruction of the radionuclides. If the ma-
terial settles out on the bed of a stream or in piping, it
still retains its radioactivity even though the effluent
stream appears to be inactive.

It should be voted tht.., regulations concerning the dis-
posal of radioactive wastes have been written by the A'EC
for those procuring isotopes on an AEC. license [1], and
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that many states have laws or regulations which bear on
waste disposal of these and other nuclides. The user
should familiarize himself with the current regulations
of the Federal, State, or Municipal government. Only gen-
eral handling procedures for waste are included in this
handbook. Recommendations for disposal of specific
nuclides are given in other handbooks of this series [57,
58, 83].

8.1 Gaseous Wastes

Gaseous wastes can include radioactive materials in the
form of gases, in the form of vapors, and in the form of
small particles of solid materials which can be carried by
air currents through the ventilation system to the en-
virons. If large quantities of these materials are to be
handled, the ventilation system should be equipped to re-
move the radionuclides (see section 4.2.c). For handling
of solids under conditions where dust can be-produced
either directly by abrasive action or by evaporation of
spray, high efficiency filters [52] should be provided in
the exit air from hoods or other containment devices. For
work with low levels of these nuclides as defined in table
2 the natural dilution from the ventilation air should be
adequate to prevent overexposure (see section 4.2.c). It
should be noted that with long use of a laboratory, how-
ever, there may be deposition and buildup of long-lived
radioactive materials on the ductwork. This buildup can
result in radiation dosages near the ductwork and possi-,
ble sloughing of corrosion products from the internal sur-
faces of ducts to liberate radioactive particles to the
environs. For handling gases or vapors special air clean-
ing equipment, depending upon the chemical or physical
properties of the effluent, will be required.

The concentration of radioactive materials in the air
leaving the ventilation system should not exceed the maxi-
mum permissible concentrations for breathing as given in
Handbook 69 [17] unless regular and adequate monitoring
or environmental surveys are carried out to prove the
adequacy of the disposal system.

Where large quantities of radionuclides are routinely
discharged to the environment, it is aenisable to make
environmental surveys in the vicinity since many radio-
nuclides will be concentrated by absorption on surfaces.
For example, the maintenance of an 1-131 concentration
in the atmosr' a at the MPC given in Handbook 69 will
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result in deposition of the iodine on grasses and othercrops. This iodine may be transferred to humans by in-gestion of the vegetation or by drinking of milk fromanimals grazing on the contaminated pasture [24]. Suchphenomena are dependent upon the nature of the gaseouswastes and the surrounding terrain and can be adequatelycontrolled only by direct measurements.
Measurement's of the quantity and identity of radio-nuclides discharged in gaseous wastes to the atmosphereshould be recorded permanently. The accuracy requiredin such an estimate depends upon the quantities of radio-nuclides which are actually discharged to the environs.Additional information on disposal of gaseous wastes isgiven in National Bureau of Standards Handbooks 53 [58]and 61 [61].

8.2 Liquid Wastes
Liquid wastes may result from chemical operations, de-contamination operations, or biological experiments. Theobjective of the liquid waste disposal program is to pro-vide economical storage or dispersion of the wastes insuch a manner as to insure safety of the surroundingpopulations.
Liquid wastes shall not be discharged to the sanitasystem or other waste disposal system in such quantitiesthat the radiation exposure of people exposed to sucheffluents exceeds the appropriate limit [84, 85]. If moni-toring of the environment is not carried out, thequantitiesdischarged should be such that the concentration at thepoint of discharge from the controlled area does not ex-ceed the appropriate MPC for people in the environs. Itmay be noted, hbwever, that a number of biological sys-tems for concentrating certain radioactive materials exist.Thus, the slimes in sewage systems and the plants, fish,and fowl in streams may accumulate certain nuclides to alevel greater than that of e water [21, 23, 86]. Suchta reconcentration may re.su) in significant dosage ratesto the aquatic organisms or to indiyiduals working on thesewage system. For this reason periodic surveys, with afrequency dependent upon the quantity of. radionuclidesdischarged, should be made of the system into whichradionuclides arc dlaced. Handbook 49 [55] describeslimits for the disposal of phorphorns-32,and iodine-131and methods of diluting into a sewage system. Handbook80 [40] provides an outline of methods to meet the re-quirements of CFR-10 Part 20 [1].
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Small quantities of radionuclides which are too great

-for disposal into the existing sewage system should be

stored in-a-shielded area and in unbreakable containers.

If tbz, half-life of the material is relatively short, such

storage need be only until radioactive decay has lowered

the quantity to a level where it can be dispersed to the

environment. If the half-life is long, disposal shodid be

by either permanent storage in a controlled area or dis-

posal to the environment in a region where such disposal

will not be hazardous to people or animals. Such disposal

is rigidly controlled by the U.S. Atomic Energy Commis-

sion, and their recommendations must be followed. Sev-

erallams offer services for .carrying out the disposal of

such 'wastes.
8.3 Solid Wastes

Solid wastes may consist of chemical recipitates, con-

taminated equipment, materials used or ontamination,-

excreta, carcasses of animals, etc. D ethods con-

sist of burial in the ground, sinking to e epths of the

ocean, bulk reduction by incineration, or discarding in

garbage or sewer. The method chosen de ends upon the

quantity er radioactive materials prese in the wastes.

The was74, materials which result from laboratory, med-

ical, or industrial operations should be collected in suitable

disposal containers conveniently located in each work

area. Combustible materials may be segregated if an

incinerator (87] with adequate air cleaning facilities is

available. Frequent collections of the waste containers

should be made; and if significant radiation dosage levels

result from the containers, they should be removed from

the laboratory in a special trip. If the solid material is

contaminated with a short-lived radioactive material, it

may be stored in a suitable area until the residual radio-

activity is of insignificant hazard.
Extra care for radiation

protection is necessary during

the accumulation,
collection, and disposA of radioactive

solid wastes. Containers should be marked with the radia-

tion symbol (see section 4.6) and any designations, for

segregation. Written procedures for safe handling.during

each stage will help to minimize contamination and per-

sonnel exposures. Frequent radiation monitoring should

be emphasized and scheduled to detect carelessness or ac-

cidents.- At all stages, containers of radioactive waste

should be kept in controlled areas or under procedural

control in transit between such areas. Special handling
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'devices may be necessary for lifting or carrying contain-

kept at a &stance: "Hot spots" through the sides or
ears which may cause high personnel exposure rates unless

_____. _ .

bottom of th ontainers must not be overlooked.
Bulky con mated equipment, such as machinery or

process vesse , should be well sealed against liquid leak-
age, wrapp in waterproof .paper or sheet plastic, and
protected -by rating to prevent tearing the wrapping dur-
ing hoisting r dragging.

The irra ation to which., the public might be subjected
should not eed the maximum permissible levels. Waste
disposal mus be controlled so that this criteria is met.
Usually this n be accomplished by controlling the con.
centrations i air and water which may be consumed by
the public. ethodi of achieving such control for various
wastes adionuclides are discussed in detail in Na-
tional eau of Standards Handbooks 49 [57], 53 [58],
and [83] . The principles discussed may be adapted to
othe wastes and .ragionuclides. Measurements or esti-
m s of the quantity of radionuclides discarded to each
site should be recorded'.
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Appendix A

X- and Gamma Ray Attenuation Coefficients

The mass attenuation coefficients for several metals
commonly used for shielding are given in table 7. Similar
coefficients for water, concrete and air are given in table \\,
8. These values were obtained from the tables given by
G. White Grodstein [46].

Since an absorber attenuates a beam of X or gamma
rays according to the amount of matter which the beam
traverses, it is convenient to express the absorber thick-
ness on a mass basis, in grams per Square centimeter.
Thus, the attenuation coefficient is expressed in cm? /gin
and is called the mass attenuation coefficient.

To convert these values to the linear coefficient used in
the equation in section 4.1.c, multiply by the density of
the material in grams/cubic centimeter.

The coefficients listed in the source [46] are given to
three places. The numbers given in tables 7 and 8 were
rounded off in some cases.

TABLE 7.Mass attenuation coefficient for metals
commonly used in shields

Photon energy Mev

Mass attenuation coefficient n cm ' /gm for

Aluminum Iron Copper Tungsten Lead

0 01 26 3 178 > 224 58 1 80 1

.02 .. 3 33 25 8 34 1 '52 6 .69 9

.04 . .51 348 165 741 976
25 1 13* 1 51 2 34 3 15

.08 . 19 LA 71 .7 19 1 41

.16 34 0 43 4 21 .5 29

J5 13 18 21 1 44 1.144)

.12 .14 IS 71 .90

092 092 092 17 .21

.6 . .078 076 075 101 .114

068 066 065 .076 .084

1 0 061 .060 f 059 .064 .068

050 019 .018 .049 051

013 042 042 044 .046

3.0 035 036 036 041 042

40 .
031 al .033 010 012

50 . 028 031 .032 .011 043

t
A. resonance absorption in the bound electrons occurs at an energy somewhat

lower than given.
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TABLE 8.-Mass attenuation coefficients for materials
encountered in shielding problems

Photon energy hf ev
Mass attenu ale!! coefficient tn cii '/gm for-

Water Concrete. Air

0,01
.02
.04
.06
.06

.15
2

5.10,
.72
.25
.20
.18
.17
.15
.14

24 6
3.34.

.54
27

.20

.17

.14

.12

4.89
.70
.23
.18
.16
.15
.13

c .12
.106 .095 .095

.6 .090 .080 .0.40
a .079 .071 .071

1.0 .071 .064 064
1.5 .058 .052 .052
'2.0 .019 .045 .045
3.0 .040 .036 .036
4.0 .034 .032 .031
5.0 .030 .029 .027

Concrete 'eerie; in composition. Coefficients given are for a concrete with a
density of 2.35 g/cm and composed of 0.56% H, 49.56% 0, 31.35% Si, 4.56%
Al, 3,26% Ca. 1.22% Fe, 0.24% Ma, 1.71% Na. 1.92% K. 0.12% S.
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Appendix B

Buildup Factors

A correction is necessary in calculating the attenuation
ofagamma radiation through a shielding material because
radiation is scattered in the shield in such a fashion that
a portion of.the scattered photons reach the observer. The
Correcting factor, called buildup factor is defined as the
ratio of total dose from scattered plus unscattered photons
to the dose from unscattered photons only. Its name de-

rives from the fact that it increases to higher and higher
values as the shield thickness increases. The buildup fac-
tor is included in calculations as:

I =

where /0 is the exposure rate of radiation before shielding:

I is the exposure rate after shielding:
B is the buildup factor;
A is the absorption coefficient;
x is the shield thickness.

The buildup factor depends on the geometry of the
soured, shield, and observer. Factors are givep below for
point isotropic sources (table 9) and for plane monodi-

rectional sources (beams) (table 10) for common shield-
ing materials (47). The accuracy of the results for high
atomic number materials is estimated at roughly 5 per-
cent for small penetrations, increasing to.perhaps 15 per-
cent at the largest penetration. The accuracy for low
atomic number materials is not as good, being about 10

percent for medium penetrations and increasing to per-
haps 30 percent for the greatest penetration.

The factors are given in terms of the dimensionless
parameter of ,ux where 14 is the attenuation coefficient and

x is the shield thickness.
To illustrate the use of the tables, suppdse a lead shield

is required to attenuate the radiation from a Cobalt-60

source, from a level, unshielded, of 133 mIlihr at 1 meter,
to a level of 10 mR/hr at 1 meter. For the average energy
of 1.25 Mev, we find by interpolation in table 7, a mass
absorption coefLient of about 0.059 cm7 /g. Multiplying
by the density of lead, 11.4 g/cm3, gives a linear absorp-
tion coefficient of 0.67 cmI. An attenuation factor of
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13.3 'corresponds to a µx value of 2.6. Interpolating in
table 9, we find a buildup factor a about 1.9. Thus the
attenuation must be calculated to include this factor

B/o
elLy = 1.9 X 13.3 = 25,

or = 3.3. A second approximation would give 2.1 for
the buildup, 28 for the attenuation, and 3.33 for Di-
viding by the linear coefficient 0.67 cm-', we find 5 cm.
of lead to be the required thickness. Without allowance
for buildup we would have underestimated the thickness
needed, as 2.6/0.67 = 4 cm.

TABLE 9.-Dose build-up factor for point isotropic source

Photon
energy
111ev 2 4 10 15 20

11 'ter

3.09 7.14 23 0 72.' 282
77.6

456
1782.5? 5 14 /4 3 38 8 331

2.13 3 71 7 68 16 2 27.1 50 4 82 2

1.83 2 77 488 8 46 12 4 1 5 27.7

1 69 2 42 3 91 6.23 8 63 12 8 17 0

4 1 58 2 17 3 34 5 13 6 41 9 97 12 9

1.46 1 91 2 76 3 99 5 18 7.09 8.85

8 1 38 1.74 2 40 3 34 4 25 5 66 6 95

1.33 1 63 2.19 2 97 3 72 4 90 5 98

Aluminum

247 4 24 9 47 21 F 38 9 SO 8 111

2.02 3 31 6 57 13 1 21 2 37 0 58 5

1.75 2 61 4 62 8 05 11 9 18 7 26 3

1.64 2 32 3 78 6 14 8 65 13 0 17 7

1.C3 208 3 22 5 01 6 88 10 1 13 4

6.. 1 42 1 8$ 2 70 4 06 5 49 7 97 10.4

8 . 1.31 1 68 2 37 3 45 4 58 6 56 8 52

10 1 28 1 55 2 12 3 01 3 96 5 63 Z 32

Iron

0.5. . .98 3 09 5 98 11 1 192 334 556
1 87 2 89 5 39 10.2 16 2 28 4 42 :

2. 76 2 43 1 13 7 25 10.9 17 6 25 1

3
4

55
45

:5

w
3 51

3 03
5 85
4 91

8 51

7 11

13 5

11 2

19 1

16 0

34 1 72 2 58 4 14 6 02 9 89 14 7

8 27 1 56 2 23 3 49 5 07 8 5r 13 0

10 20 1 42 1,95 299 4351 7 SI 124

Lead

1 2. 1 42 1 69 2 00 2 2: 2 65 2 73

1 . 1.37 1 69 2 26 3 02 3 74 4 81 5 80
2 . 1,39

1,34
76
c.;

2 51
2 43

3 66
375

4 34 6 6: 9 00

5 841 1:3
4.. 1 27 56 2 7.5 3 61 5 44 9 W Id 4

5 1097 1 21 46 2 08 3 44 5 11 7 ZS n
6 i 18 40 97 334 5 138' 427

1 14 30 1 ., 289 507 t41 446

IC 1 11 23 1 SR 2 S2 4 34 13 5 JO
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TABLE 10.-Dose build-up factor for plane monodirectional source

nr
Photon merp, May

1 2 4 7

---,--
10 15

iron

0.5 ....... .1.... ...

1 x

2
3
4
6
8
10 ,

.

Lea!

0.5 .

% .......
2 ..1 .

3 ..... ....

4
6
8
10.

2
1.92
1.89
1.58
1.48
1.35
1.27
1.22

07

24
38
40

.38
28 I

19

.14

II

2 94
2.74
2.35
2.13
1.80
1.71

1 55
1.44

139
1 68
1 76
1.71

1.58
1 40
1 30
1 21

4.87
4 57
3 76
3 32 .

2.95
2.48
2.17
1.95

1 63

2.:8
2 41

2 42
2 18
1 87
1 69
1 54

8.31

7.81
6 11

5.26
4.61
3.81

3.27
2.89

1 87
2 80
3.36
3.55
3.29
2.97
2 61
2 27

12.4

11.6
8.78
7.41
6.46
5 35
4.58
4.07

2.08
3.40
4 35
4 82
4.69
4.69
4.18
3.51

20.6
18.9
13 7
11.4

9.92
8 30
7.33
8.70

,

2.68--
4.20
5.94
7.18

' 7.70
9.53

7 70
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Appendix 'C

Nomograms for Shielding of Point Sour-es

Figures 2 and 3 in this appendix were :,repared to sim-
plify the calcula+*on of shield thickness for lead and iron.
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FIGURE 2. Gamma attenuation with buildup in lead.

(Chappell, D. G., Gamma attenuation with buildup in lead and iron, Nucleonics IS
No. 1, 52 (1957)).
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They represent the attenuation for point sources of
gamma emitters . of various energies and include the
scattered radiation. Over most of the range the accuracy
is reported to be 10 percent or better, although at extreme
thicknesses the accuracy is about 25 percent.

The example given in figure 2 answers :he question as
to how thick a lead shield must be to reduce the dose rate

11911403 0.1$ 6
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.

from a point source of 1.0 Mev gamma emitters by a
fattor of 2X10-8 The line joins the desired attenuation
factor and the gamma photon .:nergy. The extrapolation
of this line to the thickness scale indicates that the desired
thickness is between 9.6 and 9.7 in.
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Appendix D

,Useful Forms

Forms 1 through 5 in this appendix are illustrative of
those which have been found to be useful in radiation pro-
tection programs.

Throughout the- personnel records, an individual is
identified both by name and payroll ittmber. In cases
where a payroll number is not used or where the same
numbers are reused upon termination of an employee, the
individual's social security number makes a unique identi-
fication.
4 Form 1 may be useful for outlining a nonroutine work

*.cocedare:It provides space for indicating the type of
work, survey readings, protective equipment, special per-
sonnel meters, and any special instructions such as actions
following an accident, special surveys, etc. This form
provides excellent communication between the person do-

i mg the -work and the radiation safety officer as well as a
record of the conditions encountered in various operatio!p.

Form 2 can be used to record the results of a radiation
survey.

Forms 3 and 4 are useful for recording decontamination
procedures used. If such a form is made a part of the
personnel record, it will provide information on localized
exposure as well as a possible intake of radioactive ma-
t eri

F 5 is a record of radioactive shipments. It pro-
vides a mechanism of informing the recipient of the
nature and quantity of material involved as well as indi-
cating any special instructions which should be followed.
Such a form could alco be used as a receipt to provide
records on the location of radioactive mate "ials.

.81
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FoRml. Form for recording radiation work procedure.

RADIATION WORK PROCEDURE NO. REV,

PROTECTIVE EQUIPMENT
REQUIREMENTS

VALID
FROM TO

0
6
x

CAP
HOOD
WATERPROOF HOOD,

DESCRIPTION OF WORK

. ILOCATC..:N:

JOB:

RADIATION CONDITIONS:

RADIATION MONITORING REQUIREMENTS:

. .

SPECIAL INSTRUCTIONS:

..

0 a
Id C

/

8
oca

NO PERSONAL OUTER CLOTHING
LAB COAT
ONE PAIR COVERALLS

0 Two PAIR COVERALLS,,
LJ WATERPROOF OUTER LAYER

F.

ti"

SHOE COVERS
CANVAS BOOTS
RUBBERS

9 BRITISH LEGGINGS
HIP BOOTS

r
CIz
4c.,

'"

D CANVAS GLOVES
ri I.EATHEN GLOVES
0 ',URGEON'S GLOVES,,
LJ RUPBER GAUNTLET

0
C PLASTICIZED CANVAS

)-
ct0
1...

cc.4

FL:

@
cc

8 RESPIRATORS
ASSAULT MASKS
HALFMASKS
CHEMOX MASKS
FRESH AIR MASKS



tn

'2
X

FILM BADGE
GAMMA PENCILS

0 NEUTRON FILM
0 NEUTRON PENCILS

X-RAY FILM
SELF-READING PENCILS
FINGER RINGS

APPROVALS

OPCRATING

FrADIATION MONITORING

c.
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1 Font 2. Form for recording radiation survey.

I
SURVEY NO.

RADIATION SURVEY

BUILDING NO.

I

ROOM NO. WORK PROCEDURE NO. DATE TIME OF SURVEY
AM
PM

DESCRIPTION \ .

. .

NOT
REG.

ITEM OR LOCATION
s

INST.
USED

AREA
1:/. A.

MAX.
WM

AGM
PU

MRAD/HR DIST. MR /MR DIST. E/M AT 1"

WO

WC

WO

WC

\\ \----

--\=

WO

we'
WO

, we f---
wo

.."- we



ea'
ao

t

.
0

WO

we

WO

WC

' .
I

WO

WC

0

.. .

WO

we

WO

WC

REMARKS: a-
.

. ..
. ,

.

MAXIMUM RADIATION MEASUREMENT OBTAINED:

MAXJMUM DOSE RATE
1

SIGNED
1 ,.
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FORM 3. Form jar recording personal effects contamination.

PERSONAL EFFECTS
CONTAMINATION RECORD

NAME AND P. R. NO.

DATE TINE OF INCIDENT
AM
PM

AREA BLDG RADIATION MONITOR'
«

SURVEY LOG NO.

TIME SURVEY
INST.

CONTAMINATED
ARTICLE

SURVEY
READING

DECONTAMINATION
-A&ENT USED

SURVEY READING AFTER
DECONTAMINATION. REMARKS

. t

( .

...ft.-0 .

' 0
s.
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FORM 4. Form for 'recording akin decontamination.
.

.

SKIN DECONTAMINATION
RECORD

NAME AND P. R. NO. .

DATE TIME OF INCIDENT
"N
PM

AREA BLDG. RADIATION MONITOR , .
SURVEY LOG NO.

.

TIME
SURVEY

INST.

SKIN AREA

CONCERNED

SURVEY
READING

SHOW UNITS

o
. DECONTAMINATION

AGENT USED

SKIN CONDITION BEFORE
AND AFTER TREATMENT,

REMARKS. ETC.

. .
.

.

r

,
.

e

' ..
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Foam 5. Form for recording radioactive shipment.

RADIOACTIVE SHIPMENT RECORD
0 INTER AREA

0 OFF -PLANT

FROM:

NAME AREA UNIT BLDG. PHONE

TO:

NAME AREA UNIT BLDG.

. .._

PHONE
_ .

MONITORING
.

. IESUL:FS

CONTAINER

-

.

RADIATION
LEVEL

:

....'

AT
*DISTANCE

MATERIAL QUANTITY RADIATION
LEVEL

AT ,

DISTANCEl_ry

MONITORED BY DATE

0 NORMAL INSPECTION PERMITTED .

0 NO INSPECTION DUE TO RADIOACTIVITY

SPECIAL INSTRUCTIONS. . <

. I. SHIPMENT IS TO BE IDENTIFIED WITH TAGS. STICKERS OR SIC3Nq



. t:

co
10

St

0.
t

...

. <

I, 2. RADIATION MONITORING IS TO BE NOTIFIED UPON ARRIVAL AT DESTINATION.

, .
3. IT IS MANDATORY THAT THE CONVEYANCE BE STOPPED IMMEDIATELY AND RADIATION MONITORING

AT THEARIGIN NOTIFIED ASSOON AS POSSIBLE WHEN ASPILL IS DE EC] ED, THAT PRECAUTIONS BE TAKEN .

' TO KEEP OTHER VEHICLES AND PERSONNEL AWAY FROM THE RADIOACTIVITY, AND THAT ONE MANr RE.
MAIN WITH THE SHIPMENT UNTIL HELP ARRIVES. LIKEWISE, IF THE CONVEYANCE -FAILS IN ANY MANNER
SO THAT IT STOPS ONE MAN SHALL REMAIN WITH THE SHIPMENT TO KEEP UNAUTHORIZED PERSONNEL
AWAY.

. 4.
. ... ,

CHECKED
AREA

OUT OF-
BY

,

TIME
0 AM 11

.
0 PM

CHECKED
AREA

IN-
BY TIME

DAM
0 PM

APPROVALS ACKNOWLEDGEMENT OF RECEIPT

RADIATION MONITORING . NAME i DATE

OPERATING UNIT (AUTHORIZED SIGNATORY. REF. RPS 1.1) UNIT

DISTRIBUTION: INTERAREA SHIPMENT OFF PLANT SHIPMENT

WHITE : ACCOUNTABILITY REPRESENTATIVE 1. ACCOUNTABILITY REPRESENTATIVE

YELLOW : ACCOMPANY SHIPMENT -T0 RECIPIENT 2. RECIPIENT VIA MAIL

INK : RADIATION MONITORING AT ORIGIN 3. RADIATION MONITORING AT ORIGIN

6
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Appendix E

Radiation Quantities and Units*

International Commission on Radiological Units
and Measurements (ICRU) Report 10a 1962 .0,

1,, Introjluction

There has recently been much discussion of the funda-
mental concepts and quantities employed in ,radiation
dosimetry. This has arisen partly from the rapid increase
in the number of individuals using these concepts in the
expanding field of nuclear science and technology, partly
because of. the Itied for atending the concepts so that they
would be of use'lit higher photon energies and for partic-
ulate as well as for photon radiation, but chiefly because of
certain obscurities in the existing formulation of the
quantities and units themselves.

The roentgen, for example, was originally defined to
provide the best quantitative measure of exposure to medi-
um energy x radiation which the measuring techniques
of that day (1928). permitted. The choice of air as a
standard substance was not only convenient' but, also ap-
propriate for a physical quantity. which was to be corre-
lated with the biological effect,of x rays, since the effective
atomic number of air is not very different from that of
tissue. Thus a given biological response could be repro-
duced approximately by an equal exposure in roentgens
for x-ray energies available at that time. Since 1928 the
definition of the roentgen has been changed several times,
and this has reflected some feeling of dissatisfaction with
the clarity of the concept.

The most serious source of confusion was the failure
to defir,e adequately the radiation quantity of which the
roentgen was id to be the unit., -As a consequence of
this omission 1,ne roentgen had gradually acquired a
double role. The use of this naniie for the unit had become
recognized as a way of specifying not only the magnitude
but also the nature of the quantity measured. This

b

Taken from Radiation Quantities and Units. International Commission on
Radiological Units and Measurements, National Bureau of Standards Handbook
84. Washington, D.C. (19C2).

'Franz. H. and Hublner W. Concepts ..n-1 Measurement of Dose. Proceedings
of Second International Conferen'c on the Peaceful Uses of Atomic BnergY, Geneva
1258, P/971 21, 101, United Nations, Geneva (1958).
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71
practice conflicts with the general usage in physibs, Nithicli
permits, within the same field, the use of a particular
unit for all quantities having the same dimensions.
. Even before this, the need for accurate dosimetry of
,neutrons and of charged particles from, accelerators or
from radionuclides had compelled9the International Com-

% mission on Radiological 'Units and Measurements (ICRU)
to extend the number of concepts. It was also desired to
intilduce a new quantity which could be more directly
-conflated with the local biological and chemical effects of
radiation. This quantity, absorbed dose, has a generality
and simplicity which greatly facilitated its accept:, ice,
and in a very few years it has become widely used in every
branch of radiation dosimetry.

The introduction of absorbed dose into the medical and
biological field was fuither assisted by defining a special
unitthe rad. One rad is approximately equal to the ab-
sorbed dose delivered when soft tissue is exposed to one
roentgen of medium voltage x radiation. Thus in many
situations of interest to medical radiology, but not in all,

0 the numbers of roentgens and rads associated with a par-
ticular medical or biological effect are approximately
equal and experience with the earlier unit could be readily
transferred to the new one. Although the rad is merely a
convenient multiple of the fundamental unit, erg/g, it has
already acquired, at least in some cii,les, the additional
connotation that the only quantity which can be meas-
ured in rads is absorbed dose. On the other hand, the rad
has been used by some authors as a unit for a quantity
called by them first collision dose; this practice is depre-
cated by the Commission.

Being aware of the need for preventing the ci tergence
of different interpretations of the samd quantity, or the
introduction of undesirable, unrelated quantities or units
in this or similar fields of measurement, the ICRU set up,
during its meeting in Geneva in September 1958, an Ad
Hoc Committee. The task of this committee was to review
the fundamental conceptF quantities, and units which are
required in radiation dosimetry and to recommend a sys-
tem of concepts and a set of definitions which would be as
far as possible, internally consistent and of sufficient gen-
erality to cover Present requirements and such future re-
quirements as can oe foreseen. The committee was
instructed to pay more attention to consistency and rigor
than to the historical development of the subject and was
authorized to reject any existing quantities or units which

91
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seemed to hinder a consistent and unified formulation of
the concepts.

Bertrand Russell 2 in commenting on the use.and abuse
of the concept of infinitesimals by mathematicians, re,
marks; "But mathematiciand did not at first pay heed to
(these) warnings. They went ahead and developed their
science,tand it is Well that they should ha d'one so. It. is
a peculiar fact about the genesis and gr with of new dis-
ciplines that too much rigor too early posed stifles the
imagination and stultifies invention. certain freedom
from the strictures of sustained for lity tends to pro-
mote the development of a subject in its early stages, even
if this means the rig( of a certain amount of error, None-
theless, there comes a time in the development of any field
when standards of rigor have to be tightened."

The purpose of the present reexamination of the con-
cepts to be employed in radiation dosimetry was primarily
"to tighten standards of rigor". If, in the process, some
increased formality is required in the definitions in order
to eliminate any foreseeable ambiguities, this must be ac-;
cepted. .

2. General Considerations

The development of the more unified presentations of
quantities and units which is here proposed was stim-
ulated and greatly assisted by mathematical models of the
dosimetric field which had been proposed by some mem-
bers of the committee in an effort to clarify the concepts.
It appeared, however, that the essential features of the
mathematical models had been incorporated into the defi-
nitions and hence the need for their exposition in this
report larlely disappeared. The mathematical approach
is published elsewhere.3

As far as.possible, the definitions of the various funda;
mental quantities given here conform to a common pat-
tern. Complex quantities are defined in terms of the sim-
pler quantities of which they are comprised.

The passage to a "macroscopic limit" which lUis to be
used in defining point quantities in other fields of phySics
can be adapted to radiation quantitieS and a special dis-
cussion of this is included in the section headed "limiting
procedures".

-2 Russell. B.. WiNom of the West. p. 280 (Doubleday and Co.. Inc.. New York.
19591.3 Rossi. H. II. and Boesch. W. C.. Field Equations in Dosimetr. Radiation Res.
11. 783 (1282).
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The general pattern adopted is to give a short definition
and to indicate the.precise meaning of any special phrase

--or "term used by means of an explanatory note following
the definition. There has been no attempt to make the list
of quantities which are defined here comprehensive.
Rather, the Commission has striven to clarify the funda-

a mental dosimetric quantities and a few others (such as
activity) which *ere specifically referred to it for dis-
cussion.

It is recognized that certain terms for which definitions
are proposed here are of interest in other fields of
science and that they are already variously defined
elsewhere. The precise wording of the definition and even
the name and symbol given to any such quantity, may at
some future date require alteration if discussions with
representatives of the other interested groups of scientists
should lead to agreement on a common definition or sym-
bol. Although the definitions presented here represent
some degree of compromise, they are believed to meet tIR
requirements in the field of radiation dosimetry.

3. Quantities, Units, and Their Names

The Comniission is of the opinion that the depnition of
concepts and quantities is a fundamental mattO and that
the choice of units is of less importance. Ambiguity cah
best be avoided if the defined quantity which is being
measured is specified. Nevertheless, the special units do
exist in this as in many other fields. For example, the
hertz is restricted, by established convention, to the meas-
urement of vibrational frequency, and the curie, in the
present recommendations,-to the measurement of the ac-
tivity' of a quantity of a nuclide. 'One does not measure
activity in hertz nor frequency in curies although these
quantities have.the same dimensions.

It was necessary to decide whether or not to extend the
use of the special dosimetric units to other more recently
defined quantities having° the same dimensions, to retain
the existing restriction ea their use to one quantity each,
or to abandon the special Irks altogether. The Commis-
sion considers that the P idition of further special units
in the field of radiation dosimetry is undesirable, but con-
tinues to recognize the existing special units. It sees no
objection, however, to the expression of any defined quan-
tity in the appropriate units of a coherent physical system.
Thtts, to express absorbed dose in ergs,per gram of joules
per kilogram, exposure in coulombs pet kilogram or ac-
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tivity in reciprocal seconds; are entirely acceptable alter-
-natives to the use of the special units Nvhich, for historical
reasons, are usually associated with these quantities.

The ICRU recommends that the use of each special unit
be restricted to one quantity as follows: -

The rad7.-siilely for absorbed dose
The roentgensolely 'for exposure
The curie- solely for activity."-. '

It recommends further that those who prefer to express
1.quantities such as absorbed dose and kerma ,(see below)
in the same units should use units of an internationally,
agreed coherent system.,

Several new names are proposed in the present report.
When the-absorbed dose concept was adopted in 1953, the
Commission recognized the need for a term to distinguish
it from the quantity sf whiCh the roentgen is the unit. In
1959 the Commission proposed the term exposure for this
latter quantity. To meet objections by the ICRP, a com-
promise term "exposure dose" was agreed upon:4 While
this term has come into some use since then, it has never
been considered as completely satisfactory. In the mean-
time[the basic cause of the ICRP objection has largely
disappeared since most legal codes use either the units
rad or rem.

Since in this report the whole system of radiological
qudntities and units has come Under critical review, it
seemed appropriate to reconsider the 1956 decision. Nu-
merous, names were examined as a replacement. for ex-
posure dose, but there were serious objections to any
which'cincluded the word dose. There appeafed to be a
minimum ,of objection to the name exposure and hence
this term has been adopted by the Commission with the
hope .that the question has been permanently settled. It
involves a ininimpm change from the older name exposure
dose. Furthermore, the elimination of the term "dose"
accomplishes the long-felt desire of the Commission to
retain the term dose for one quantity onlythe absorbed
dose.
. The term "RBE dose" has in past publications of the
Commission.not been included in the list of definitions but
'was merely presented as a "recognized symbol." In its
1959 report the Commission also expressed misgMngs
over the utilization of the same term, "RBE", in both

Fnr details ree ICRU. 1254 Remit. NRS 62. p. 2 (1952).
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radiobiology and radiation protection. It now recommends
that the term RBE be used in radiobiology only and that
another name be used for the linear-energy-transfer-de-
pendant factor by which absorbed dosestare to be
pligd to obtain for purposes 'Of radiation °protection a
quantity that- expresses on a common scale for all ionizing
radiiitions the irradiation incurred by exposed persons.
The name recommended for this factor is the quality fac-
tbr, (QF). Provisions for other .factors are also made.
Thus a distribution factor, (DF), may be uskld to express

o the modification of biological effect due to non-uniform
dis,tribution of internally-depOsited isotopes. The product 4
.of absorbeal dose and it factors. is termed the
dose equivalent, (DE). As a result of discussionsbetween
IC!tU and ICAP the following formulation has been
e,greed upon: - 4

,

The Dose Equivalent.
1. For protection purposes it is. useful to define a

quantity which will be termed the "dose equiva-
ient!', (DE).

i2. (DE) is defined as the product of absorbed dose,
D, duality fadtor, (Qfi::.);. dose distribution fac-
tor, (DF) , and othei necessary modifying fac-
tors.

(DE) =D (QF) %. .

3. The unit of dose equivalent is the "rem". The
dose equivalent is numerically equal to thedose
in rads multiplied by the appropriatemodifying

% factors.
Although this statement does not cover a \ number of

theoretical aspects (in particular the physical dimensions
of some of the quantities) it fulfills the immediate re-
quirement for an/unequivocal specification of a scale that
may _be used for numerical expression in radiation pro-

'tection.
Another new name is that _for the quantity which rep-

resents the kinetic energy transferred to charged particles
by. the uncharged particles per unit mass of the irradiated
medium. This is the same as one of the common interpre-
tations of a concept "first collision dose," that has proved
to be of great ,value in the dosimetry of fast neutrons. The
concept is also closely related to the energy equivalent of
exposure in an x-ray beam. The name proposed, kerma,
is based on the initials of kinetic energy released in ma-
terial.

599.303 0.76 . 7
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Still another new name is the energy flue4ce which is
here attached to the quantity in the 1953 ICRU report
called quantity of radiation. The latter term was dropped
in the 1956 ICRU report but the concepttime integKal
it intensityremains a useful one and the proposed terih
appears to be acceptable in other languages as Well as
English. A related quantity, particle }licence, which is
equivalent to the quantity nut used in neutron physics, is
included to round out the system of radiation quantities.

The quantity .for, which tee curie is the unit was m-e ferredlo the committee for a name and definition. Hither-
to the curie has been defined as a quantity of the radio-

. active nuclide such that 3.7X1010 disintegrations per
second occur in it. However, it has never been specified
what was meant by quantity of a nuclide, whether ittbe a
number, mass, volume, etc. Meanwhile the custom has
grown' of identifying the number of curies of a radio-
nuclide with its transformation rate. Because of the
vagueness of the original concept, because of the custofn
of identifying curies with transformation rate and be-
cau.,e it appeared not to interfere with any other use of
t1e curie, the Commission recommends that the term
activity be used for the transformation rate, and that tfie
curie be made its unit. It is reccgnized that the definition
of the curie is of interest to other bodies in addition to the
ICRU, but by thin report we recommend that steps be
taken to redefine it as 3.7X10108-', i.e., as a unit of ac-
tivity and not of quantity of a nuclide.

t It is also recommended that the term specific gamma
ray constant be used instead of specific gamma ray emis-

- sion for the quotient of the exposure rate at a given dis-
tance by the activity. The former term focuses attention
on the constancy of this quotient for a given nuclide
rather than the emission of the source.

4. Detailed Considerations

A. Limiting Procedures

Except in the case'of a uniform distribution of sources
throughout a huge region, radiation fields :.re in general
non-uniform in space. They may alp be variable in time.
Many of the quantities defined in this report have to be
specified as functions of space or time, and in principle
they must therefore be determined for sufficiently small
regions of space or intervals of time by some limiting pro-
cedure. There are conceptual difficulties in taking such
'limits for quantities which depend apon the diseete inter-
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actions between radiations and atoms. Similar difficulties
arise with other macroscopic physical quantities such as
density or temperature and they must be overcome by

. means of an appropriate averaging procedure.
To illustrate this procedure we may consider the meas-

urement of the macroscopic quantity "absorbed dose" in
a non-uniform radiation field. In measuring this dose the
quotient of energy by mass must be taken in an elementary
volume in the. mediunawhich on the one hand is so small
that a further reduction in its size would not appreciably
change the measured value of the quotient energy by mass
and on the other hand is still large enough to contain many
interabtions and be traversed by many particles.5 If it is
impossible to find a mass such that laoth these conditions
are met, the dose cannot be established directly in a single
measurement. It can only be deduced from multiple meas-
urements that involve extrapolation or averaging pro-
cedures.. Similar considerations apply to some of the other
concepts defined below. The symbol A precedes the
Synibols for quantities that may be concerned in such
averaging procedures:'

In the measurement of certain material constants such
as stopping power, absorption coefficient, etc., the limiting
procedure can be specified more rigorously: Such con-
stants can be determined for a given material with any
desired accuracy without difficulties from statistical fluc-
tuations. In these cases the formulae quoted in the defi-

_nitions are ipresented as differential quotients. r.,

B. Sp....:0 Distributions and Henn Values .

In practice many of the quantities defined below to
characterize a radiation field and its Lteraction with mat-
ter are used for radiations having a complex energy spec-
trum. An important general concept in this connection is
the spectral concentration of one quantity with respect to
another. The spectral concentration is the ordinate of the
distribution function of the first quantity with respect to
the second. The independent quantity need not always be
energy or frequency; one can speak-of the spectral concen-
tration of flux density with respect to quantum energy or
of the, absorbed dose with respect to linear energy trans-
fer. The interaction constants (such as IL; S and Wi re-

s In Interpreting radiation effects the macroscopic concept of absorbed dose may ,
not be sufficient. Whenever the statistical fluctuations around the mean value are
Important, additional parameters describing the distribution of absorbed energy on
a microscopic scale-dre necessary.

. s
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ferred to in this report are often mean values taken over
the appropriate spectral distributions of the correspond-
ing quantities,
C. Units

For any of the quantities defined below the appropriate
unit of an internationally agreed coherent system can be
used. In addition certain special units are reserved for
special quantities:

the rad for absorbed dose
the roentgen for exposure
the curie for activity.

D. Definitions

(1) Directly ionizing particles are charged particles
(electrons, protons, a-particles, etc.) having sufficient
kinetic energy to produce ionization by collision.

(2) Indirectly ionizing particles are uncharged parti-
cles- (neutrons, photons, etc.) which can liberate directly
ionizing particles or can initiate a nuclear transformation.

(3) Ionizing radiation is any radiation consisting of
directly or indirectly ionizing particles or a,-mixture of
both.

(4) The energy imparted by ionizing radiation to the
matter in a volume is the difference between the sum of
the energies of all the directly and indirectly ionizing
particles which have entered the volume and the sum of
the energies of all those which have left it, minus the
energy equiv3lent of any..increase in rest mass that took
place it nu ear or elementary particle reactions within
the volume.
Nom: (a) The above definition is intended to be exactly
equivalent to the previous meanings given by the ICRU
to "energy retained by matter and made locally available"
or "energy which appears as ioaization, excitation, or
changes of chemical bond energiee. The present formula-
tion specifies what energy is to be included without re-
quiring a lengthy, and possibly incomplete, catalogue of
the different types of energy transfer.

(b) Ultimately, most of the energy imparted will be
degraded and appear as heat. Some of it, however, may
appear as a change in interatomic bond energies. More-

. over, during the degradation process the energy will dif-
'fuse and the distribution of heat produced may be different
from the distribution of imparted energy. For these rea-
sons the energy imparted cannot always be equated with
the heat produced.
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(c) The quantity energy imparted to matter in a given
volume is identical with the quantity often called integral
absorbed dose in that volume.

(5) The absorbed dgse (D) is the quotient of LIED by
Am, where LIED is the energy imparted by-ionizing radia-
tion to the matter in a volume element, Am is the mass of
the matter in that volume element and A has the meaning
inakated in section 4.A.

D= AED
Am

The special unit of absorbed dose is the rad.

1 rad =100 erg/g.. =TO. j/kg.....,
Non: J is the abbreviation f_ Joule

(6) The absorbed dose rate is the quotient of AD by
At, where AD is the increment in absorbed dose in time At
and A has the meaning indicated in section 4.A.

,... Absorbed dose'rate=
AD
At

A special unit of absorbed dose rate is any quotient of
the rad by a suitable unit of time (rad/d, rad/min, rad/h,
etc.).

(7) The particle fluence 6 or fluence (43) of particles
is the quotient of AN by Aa, where AN is the number of

, particles whiCh enter a sphere 7 of cross-sectional area Aa
and A has the meaning indicated in section 4.A;

AN
43= Aa

(8) The particle flux density or fluip density (r) of
particles is the quotient of Ai ) by At where A4) is the parti-
cle fluence in time At and A has the meaning indicated in
section 4.A.

m)
9- Ti

Non: This quantity may also be referre3 to as particle
fluence rate.

This quantit: is the same as the quantity, not. commonly used in neutron
physics. ,

This quantity is sometimes defined with reference to a plane of area Ala.
instead of a sphere of cross-sectional area Act. The plane quantity is less useful
for the present purposes and it will not be defined. The two quantities are equal
for a unidirectional beam of particles perpendicularly incident upon the plane area.

a
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(9) The energy fluence (F) of particles is the quotient
of DE, by' Aa, where AE, is the sum of the energies, ex-
clusive of rest energies, of all the particles which enter a
sphere 8 of cross-sectional area Aa, and A has the meaning
indicated in section 4.A.

F=AEF
Aa

(10) The energy }lux.. density or intensity (I) is the
quotient of AP by At where AF is the energy fluence in
the time At and A has the meaning indicated in section
4.A.

17=
A F
At

NOTE: This quantity may also be referred to as energy
fluence rate.

(11) The kerma 9 (K) is the quotient of AEI; by Am,
where AEK is the sum of the initial kinetic energies of all
the charged particles liberated by indirectly ionizing
particles in a volume element of the specified material, Am
is the mass of the matter, in that volume element and A has
the meaning indicated in"section 4.A.

K
Am

NOTES: (a) Since AEic is the sum of the initial kinetic
energies of the charged particles liberated by the indirect-

. ly ionizing particles, it includes not only the kinetic energy
these' charged particles expend in collisions but also the
energy they radiate in bremsstrahlung. The energy of
any charged particles is also included when these are

, produced in secondary processes occutring within the
'volume element. Thus the energy of Auger electron;, is
part of AE,;.

(b) In actual measurements Am should be so small that
its introduction does not appreciably disturb the radiation
field. This is particularly necessary if the medium for
which kerma is determined is different from the ambient
medium; irthe disturbance is apprcliable an appropriate
correction must be applied.

See footnote 7.
Various other methods of Ispecifyinz a radiation field have been used. e.gr.. for

a neutron source the "first collision dose" in a standard material at a specified
point (see Introduction).
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(c). It may often be convenient to refer to a value of
kerma or of kerma rate for a specified material in free

,spacsor at a point inside a different material. In such a
case the value will be that which would be obtained if a
small quantity of the specified material were placed at the
point of interest. It is, however, permissible to make a
statement such as: "The kerma for air at the point P
:aside a water phantom is a . ." recognizing that this is a
shorthand version of the fuller description gitien above.

(d).. A ftmdamental physical description of a radiation
field is the intensity (energy flux density) at all relevant
points. For the purpose of dosimetryt however, it may
be convenient to describe the field of indirectly ionizing
particles in terms of the kerma rate for a specified ma-
terial. A suitable material would be air for electromag-
netic radiation of moderate energies, tissue for all radia-
tions in medicine or biology, or any relevant material for
studies of radiation effects.

Kerma can also be a useful quantity in dosinietry when
charged particle equilibrium exists at the position and in
the material of interest, and bremsstrahlung losses are
negligible. It is then equal to the absorbed dose at that
point. In beams (4 x or gamma rays or neutrons, whose
energies are moderately high, transient charged-particle
equilibrium can occur; in this condition the kerma is.just
slightly less than the absorbed dose. At very high energies
the difference becomes appreciable. In general, if the
range of directly ionizing particles becomes comparable
with the mean free path of the indirectly 'ionizing parti-
cles, no equilibrium will exist.

(12) The kerma rate is thequotient of AK by A t , where
AK is the increment in kerma in time A t and A has the
meaning indicated in section 4.A.

,(1.3) The exposure (X) is the quotient of AQ by 4m,
wiLere AQ is the sum of the electrical charges on all the

. ions of one sign produced in air when all the electrons
(negatrons and positrons), liberated by photons in a vol-
ume element of air whose mass is Am, are completely

. stopped in air and A has the meaning indicated in section
4.A.

'AQ
AM

The special unit of exposure is the roentgen (l?) .
1R=2.58X10-4C/kg 10

',This unit is numerically identical with the old one defined as 1 e.s.u. of &tante
per .001293 scram of air. C is the abbreviation for coulomb.
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Nous: :(a) The words "charges on all the ions of one
sign" should be interpreted in the mathematicallyabsolute

(b) The ionization arising from the absorption of
brent.strahlung emitted by the secondary electrons is not
to be included in AQ. Except for this small difference,
significant only at high energies, the exposure as defined
above is the ionization equivalent of the kerma in air.

(c) -With present techniques it is difficult to measure
exposure when the photon energies involved lie above a
few Mev or below a few key.

(d) As in the case of kerma (41) (11), note (c)), it
may often be convenient to refer to a value of exposure
or of exposure rate in free space or at a point inside a
material, different from air. In such a case the value will
be that hich would be determined for a small quantity
of -air placed at the point of interest. It is, however, per-
missible to make a statement such as: "The exposure at
the point P inside a water phantom is .. : ."

(14) The exposure rate is the quotient of AX by At,
where AX is the increment in exposure in time At and

a -has the meaning indicated in section 4.A,

Exposure rate= 41
X

At

,A special unit of exposure rate is any quotient of the
roentgen by a suitable unit of time (R/s, R/min, R/h,

(15) The mass attenuation codIficient (A) of a ma-

terial for indirectly ionizing particles is the quotient of dN
by the product of p, N, and dl where N is the number of
particles incident normally upon a layer of thickness dl
and density p, and dN is the number of particles that ex-
perience interactions in thig layer.

1' dN
P pN dl

Nom: (a) The term "interactions" refers to processes
whereby the energy or direction of the indirectly ionizing
particles is altered. .
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(b) For x or gamma radiations

PPP P P

where-T- is the mass photoelectric attenuation coeffi-

dent, a is the total Pompton mass attenuation coeffi-

aeon Ident, is the 'mass attenuation coefficient for
P

coherent scattering, and is the pair - production mass
P

attenuation coefficient.

116) The mass energy transfer coefficient (12-41) of a

material for indirectly ionizing particles is the quotient of
dEK by the product of E, p and dl where E is the sum of
the energies (excluding rest energies) of the indirectly
ionizing particles incident normally upon a layer of thick-
ness dl and density p, and dEK is the such of the kinetic
energies of all the charged particles liberated in this layer.

ILK = .1 dEK .'

p Ep dl,
NoTEs: (a) The relation between fluence and kerma may
be written as

K =F
P

(b) For x or gamma rays of energy by

LE =12 va

where

04.

A PPP
ra = 241 §)
P P hv

. 1'15
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, .
....

( 2- =the photoelectric mass attenuation coefficient, 8=
P

average energy emitted as fluorescent radiation per photon

absorbed. )

and
p phv

(,

-S =total Compton mass attenuation coefficient, Ee=
P

average energy of the Compton electrons per scattered

photon. )

and

EE=S-(1 2mc2 \,
. P P hv f

( ' 1E =
.>

- mass attenuation coefficient for pair production,
P.

mc2= rest eiiergy of the electron.

(17) The ?Hass energy-absorption coefficient (11-1)
P

of a material for indirectly ionizing particles is AK

(1,G) where G is the proportion of the energy of secon-
dary charged particles that is lost to brenisstrahlung in
the material.

NOTES: (a) When the material is air, (4s1) is propor-
P

tional to the quotient of exposure by fluence:
AO

(13) a end 11 do not differ appreciably unless the
.

P P
,..

kinetic energies of the secondary particles are comparable
with or larger than their rest energy.
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(18) The 'mass stopping powerMof a material for

charged particles is the quotient of dE, by the product of
sdl and p, wheredE is the average energy lost by a charged

particle of specified energy in traversing a path length dl,
and pis the density of the mediuni.

S 1 dE ,
p p ell

dE, denotes energy lost due to ionization, electronic
excitation and radiation: For some purposes it is desirable
10 consider stooping power with the exclusion of brems-

strahlung losses. In this case must be multiplied by an

appropriate factor that is less than unity.
(19) The linear energy transfer (L) of charged parti-

cles in a medium is the quotient of dEL by dl where dEz,
is. the average energy locally imparted to the medium by a
charged particle of specified energy in traversing a dis-
tance of a

L =L

Nonsc (a) The term "locally imparte3" may refer either
to a maximum distance from the track or to a maximum
value of discrete energy loss by the particle beyond which
losses are no longer considered as local. In either case the
limits chosen should be specified.

(b) The concept of linear energy transfer is different
from that of stopping power. The former refers to energy
imparted within a limited volume, the latter to loss of
energy regardless of where this energy is absorbed.

20) The average energy (W) 'expended in a gas per
ion pair formed is the quotient of E by Nw, where Nw is
the ay..rage number of ion pairs formed when a charged
particle of initial energy E is completely stopped by the
gas.

W=
NH,

NOTES: (a) The ions arising from the absorption of
bremsstrahlung emitted by the charged particles are not
to be counted in Nu..
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-(b) In certain cases it may be necessary to consider
the.variation in W along the path of the particle, and a
differential concept is then required, but is not specifically
!fined. here.. -

(21) A- nuclide is a species, of atom having specified
numbers of neutrons and protons in its nucleus.

(22) The activity. (A) of a quantity of a radioactive
nuclide is the quotient of AN by At where AN is the num-
ber of nuclear transformations which occur in this quan-
tity in time At and A has the meaning indicated in section
4.A.

The special unit of activity is the curie (c).

1c=3.7X1010s -1 exactly)

NOTE: In accordance with the former definition of the
curie as a unit of quantity of a radioactive nuclide, it was
customary and correct to say: "Y curies of P42 were
.administered . , . . ." It is still permissible to make such
statements rather than use the longer form iyhich is now
correct: "A quantity of P42 was administered whose
activity was Y curies." -

(23) The specific gamma ray constant (f) of a gamma-

emittingemitting nuclide is the quotient of /2 by A, where
At

AX is the exposure rate a distance 1 from a point
At

source of this nu e having an activity A and A has the
Meaning indicate in section 4.A.

/2AX
r AAt

Special units of specific gamma ray constant are
Rm2h-lc-1 or any convenient multiple of this.
Non : It is assumed that the attenuation in the source
and along / is negligible. However, in the case of radium
the value of r is determined for a filter thickness of 0.5
mm of platinum and in this case the special units are
Rm2h -mg-1 or any conventient multiple of this.
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TABLE .4.1.Table of quantities and units

No'. . Kamo , SNP.
bol

Dimen
dons si

Units 4

AIRSA egs Special

4

5
6
7
S
9

10

31
12
13

14
15'

16

17
- -

18

19
'20

22
23

Enargymiliouported (Mts.
bed dose)

roothad dre
Absorbed dote rats.
Particle Samos or iluenee
Particle Out density
Mural tittles
Elwell tiox densfty or
intainSity.
Itsrras
Kerman %
Exposure 'jreXrposu rate
Mass attenuation coeill-
dept.

Mw energy transfer ea
elfident.

Mass energy absorptIou
Went:lent.

Mass stopping power

Linear energy trausfer
Average energy per ion

pair.
Activity
Species gamtnalay_

ponStant:-

Dose equivalent

1)

le
I
K
X

0
o
ok
o
At ,

p
S
P
L
TV

Ar

DE

E

.FM-I
4 sf-17-:
/ -3

, L -1T-1..
.ES-1, ..
E,,--17.-1.

Eltil
EM-1T-
Q31-1...-.

Q5f -IT-
Ll.lf -I...

LI3I-1...
L131-1:..

EL131-1.

EL-1 ..
E
T-1
QL231-1

3

3 kg i-
3 kg-ls-:
M-I
m-43-1 ....
J m^3
I m-13-1..

.7 kg-1
I kr 1;11
C kg-1....
C kg-Is-l:
mIkg-1...
mskg-1...

m2kg-...
I mikg-1..

3 m-1
I
s-1
Cm2kg-s

trg

erg g-i
erg g-41-.
CM-I .. .
ern-is- I
erg cm-1
engem-is-I

erg g-1-
erg g'-'5-1.
csu g-1

esu g-ls-1
cm2r1

on 2g-i

cuiv-1

erg era ig-I

erg cm-1
erg

s-1
-vu cm tg-i

t.,

g. red.

rad.
rad s-1 etc.

It (roent-
gen).

Its-1 (IC

kev (row -1
ev.

c(eurie).
Rmih-se
-1 etc.

rem __

It was desired to present only one set 411" dimensions or each quantity. a set
that would be suitable in both the MESA and electrostatic -cgs systems. To do
this It was necessary to use a dimension Q. for the electrical charge, that is nct
a fundamental dimension in either system. In the MESA system (fundamental
dimensions M. 1,, 7'. 13 Q represents the product IT; in the electrostatic-cgs
system (I', L, T) it represents luOL3/3T-1.
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